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Note: Chapter Tans 300 was renumbered from chapter MVD 17 and revised by (4m) “Rebody” meansthe placing of a new or replacement

emergencyule efective September 8, 1982; chapt®vD 17 as it existed on Febru i _li i
ary 28,1983 was repealed and a new chapten3 300 was creatededtive March schoolbus body on a previously-licensed school bus chassis.

1,1983. (5) “SAE” means the society of automotive engineers.
(6) (&) “School bus” or “bus” means a passenger motor
_Trans 300.01 Purpose and scope. (1) The purposef yehijclewhich is designed to carry 10 or more passengers in addi
this chapter is to promote the safe transportation of pupils aggh to the driver is painted in accordance with 347.44 (1)
otherauthorized persons in school buses as defined3#0s01 Stats.,and transports persons as described3d&01 (56) (aand
(56), Stats. o . - (am), Stats. A school bus may be classed as one é6lbeing
(2) Thischapter is intended to provide specific safety—relatagpes:

standardsregarding the design, construction, inspection, and 1 A type “A” school bus is a conversiam body constructed

operationof school buses. upona van-type or cutaway front-section vehicle with adigfe
(3) Thechapter provides for déring standards for vehicles driver’s door, designed for carrying mothan 10 persons. This
of varying size and configuration. definition shall include the following 2 classifications:
History: Cr. Registey February1983, No. 326eff. 3-1-83. a. 'Elpe A-l, with a GVWR over 10,000 pOUﬂdS.
Trans 300.02 Definitions. In this chapter: b. Type A-ll, with a GVWR of 10,000 pounds and under
(1) “Attended” means the driver is in the immediate arethef 2. Atype“B” school bus is a conversion or body constructed

schoolbus service door pin the case of a bus equipped with &d installed upon a van or front-section vehicle chassis, or

powerlift, the driver is assisting a disabled person to board or egffippedchassis, with a gross vehialeight rating of more than
the bus operating the power lift controls. 10,000pounds, designed for carrying more than 10 persons. Part

“ » . of the engine is beneath or behind, or both, the windshidd
(1Im) *Department” means the department of tranSportat'O@'esidethe drivets seat. The entrance door is behind the front

(2) “Driver's compartment” means the araward of the \;neels.

rearmosfportion of the driveéls seat across the entisidth of the 3. Atype “C” school bus is a body installed upon a flat back

bus. : . ) ) .
B Y . owl chassis, with a gross vehicle weight rating of more than
(2m2 FMV§S means federal motor vehicle safety St""nda""go,OOOpounds,oIesigned for carrying more than 10 persons. All
(3) “GAWR” means the gross axle weight rating. of the engine is in front of the windshield and the entratooe
(4) “GVWR” means the gross vehicle weight rating. is behind the front wheels.
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4. Atype “D” school bus is &ody installed upon a chassis,of such intent prior t¢the signing of the purchase ordérnotation
with the engine mounted in the fromyidships, or reawith a onthe purchase order shall fulfill this requirement.
grossvehicle weight rating of more than 10,000 pounds, designed(2) Any person intending to purchase a school bus body to be
for carrying more than 10 persons. The engine bealyehind the combinedwith a motor vehiclehassis to form a body—on—chassis
windshieldand beside the driverseat, or it may be at the rear otype school bus shall provide the seller or distributor wiitritten
the bus, behind the rear wheels, or midships between the front @@ice of such intent prior to the signing of the purchaster A
rearaxles. The entrance door is ahead of the front wheels. notationon the purchase order shall fulfill this requirement.

(b) “chool bus” does not include aaiternative vehicle, a  (3) Any person purchasing a school bus may not use the
humanservice vehicle, a motor bus or a motor vehagerated vehicle for any pupil transportation unless the bus basn
aspart of an urban mass transit system, in accordance withrgpectedy the department and approved for use as a school bus

340.01(56) (b) Stats. in Wisconsin. This may not preclude such use if items needing
(7) “Secretary” means the secretary dfie department of correctionor alteration after the initial inspection are of a nature
transportation. thatwould not affect safe transportation of students. The inspect

(7m) “Vehicular hazard warning lamps” means utilizatioh ing officer shall advise the owner if a ndaus may be used while

all turn signal lights simultaneously [actuating the vehicular theitems not in compliance are being corrected.
hazardwaming switch History: Cr. Register February1983, No. 326eff. 3-1-83; cr(intro.), Register,
u o . February, 1995, No. 470ef.. 3-1-95 am. (3),Register December1997, No. 504
(8) “Wheelchair’ means any specially constructed wheelegl. 1-1-98.

deviceusedexclusively for the movement of physically disabled )
persons. Trans 300.15 Employer requirements. (1) Each

History: Cr. Register February1983, No. 32eff. 3-1-83; renum. (1) to (1m), €mployerof schoolbus drivers shall be responsible to determine
cr. (1), (2m), (4m)(7m), am. (8)Register February1995, No. 470ef. 3-1-95r  that only qualified personnel operate schbokes according to
and recr (6), Registey December1997, No. 50defl. 1-1-98. safepractices and that each bus is qualified for pupil transporta
tion.

(2) Theoperator or owner of a schdmls shall have a mainte
nancerecord file for eaclschool bus. The maintenance record file
Trans 300.10 Manufacturer. It is the vehicle manufac Shallbe kept at the principal repair facility used for the bushef

turer and the school bus body manufactigeesponsibility to Pusowner does not operagerepair facility the record file shall
manufacturea school bus in compliance with all federal and staf€ kept current at another location accessible for inspection. The
standardsapplicable to the manufacturer of schbakes. The recordfile shall be maintained for the life of the bus and shall con
vehiclemanufacturer shall provide copiesatifequipment recalls tain: o ) . .

to the administratgiWisconsin division of state patrol, to assure (&) Identification of the bus including make, modethicle

Subchapter |—Purchasing and Operating
Requirements

appropriate repairs are made. identificationnumber and fleet number

History: Cr.Registey February1983, No. 326efl. 3-1-83; amRegistey Febru (b) A record ofrepairs performed including the date and nature
ary, 1995, No. 470eff. 3-1-95. of repair

Trans 300.11 Dealer. (1) Itis thechassis dealts respon (c) A record of the lubricatiomnd preventive maintenance

sibility to furnish a motor vehicle chassis that is to be combin®§fformedincluding date and nature of maintenance.

with a school bubody which meets the applicable state standards (d) Theinitial inspection and a copy of the latest inspection

thatrelate to chassis components. Thassis dealer is the statu performedby state employees.

tory owner of the school bus. (3) All required records shall be open for inspection and pre
(2) Generalpractice through the years hamde the school sentedto the secretary or designee upon demand. The secretary

busbody distributor the person who actually delivers the schowlay periodically authorize deletion or destruction of material

busto the purchaserThe presaléspection shall be the responsi containedn the record file.

bility of thedealer or the distributor delivering the school bus to (4) A drivers written report of &us defect or of an unsafe bus

the purchaser as determined during a pre-trip inspection or during the bus
(3) Thedealer or distributothat is required to secure the pre operationshall be maintained for a period of 7 calendar ddtgs

saleinspection shall be clearly indicated on the purchase.ordgiepair.

f f istory: Cr. Register February1983, No. 326eff. 3-1-83; am(2) (a),Register,
(4) Thedealer shall assure that coplies of all equment reca&@ruary,l%s, No. 470eff. 3-1-95 am. (3),Registey December1997, No. 504

areprovided to the division of state patrol. eff. 1-1-98,CR 03-1.6: am. (2) (d)Register April 2004 No. 58@&f. 5-1-04.
History: Cr. Registey February1983,No. 326 eff. 3-1-83; am. (2), (3), c(4), ) ) )
RegisterFebruary1995, No. 470efl. 3-1-95. Trans 300.16 Driver requirements. (1) Prior to the

startof any trip, the driver shall check the condition of the bus, giv
ing particular attention to brakes, tires, lights, eysecy equip
ment, mirrors, windows, and interior cleanliness of thes.
S8fectsshall be reported in writing to the person in geaofbus
maintenance.The driver shall be responsible for the cleanliness
f the interior of the bus and shall ensure that the windshield and
irrors are clean before each school bus operadiwh that the

Trans 300.12 Distributor. The schoobus body distribu
tor acts as an agent of the final assemblehefschool bus. The
distributoris the agent that may arrange for the presale inspect
of the school bus. If the purchaser wishes to arrange foreisale
inspection this shall clearly be stated on the purchase ortlee
distributorshall furnish a school bus body which meets the app

cablestate standards that relate to body compondits.distribu strobelight is actuated whenever the bus is in operation on a high
tor or owner who furnishes a rebodkall arrange for the initial

; ] . X way for purposes specified in 340.01 (56) (apnd(am), Stats.
inspectionprior to its use as a school bus. ! o .
History: Cr. Registey February1983, No. 326eff. 3—-1-83; amRegister Febru ) _Amdes may r_IOt be transpo_rted within the bus bar[_jy
ary, 1995, No. 470ef.. 3-1-95. there is or may be interference with the safe transportation of
pupils or with the driver or if the articles obstruct the aistep
Trans 300.13 Purchaser. No person may purchase awell, or steps. No animalirearm, or other weapon of any sort,
schoolbus previously titled and registered in another state of jurisr articles not associated with school activity shall be permitted on
diction to be used in Wgconsin school transportation that is ina bus without the express, written authorization of the appropriate
excesf 5 years of age from the original date of manufactureschooladministratar The bus driver shall refuse admittance to
(1) Any person intending to purchase a motehicle to be anystudent not presenting the required written authorization. The
usedas a school bus shall provide the seller with a written notideiver shall designate where all such articles shall be carrign in
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bus. The provisions of this subsection do not apply to animais spe (11) A driver may not leavehe bus unattended with the
cially trained to aid disabled persons which may be permittedeénginerunning or the key in the ignition when pupils are in the bus

accordwith s.106.52 (3) (am)Stats. or in the immediate area of the bus.
(3) Thedriver may not smoke or permit smoking aboard the (12) Exceptas provided in sul{15), the doors of a bus shall
schoolbus. be closed securelpefore starting and shall remain closed while

(4) A driver may not operate a school bus while under tfige bus is in motion. Abrupt starggid stops or sudden maneuvers
influenceof alcohol or a controlled substance or a combination 8f€Prohibited, except in an engency.
alcoholand a controlled substance or permit the use of alcohol or(13) The driver may not require nor permit apgssengeto
a controlled substance on any school b$e driver may not standwhile thevehicle is in motion except while a passenger is
operatea school bus if he @he is under any medication, or comgoingto a door or segtist prior to stopping or immediately after
bination of medication and alcohol, which mayfeaft the safe loading. This does not apply to chaperones or monitors in the per

operationof the bus. formanceof their duties. The driver may not permit grassenger

(5) Driversoperating a school bus that meets the definition & Sit 2nywhere on the bus except in seats provided.
acommercial motor vehicle shall comphjth s5.346.63 (S)land ~ (14) Thedriver may not operate a school bus beyond the legal
346.63(7) (a) Stats. postedspeed limits on any town, countypunicipal, state died

(6) Driversoperatinga school bus not meeting the definitioneral highway ) . .
of a commercial motor vehicle shall comply with the following: (15) Thedriver ofa school bus required to stop at a railroad

() A driver may not consume an intoxicating beverage regar%#osslngby s.346.45 Stats., shall come to a full stop at a distance

. A L . not less than 15 feet nor more than 50 feet before crossing at
lessof its alcoholic content within 4 hours before going on ’du%radeany trackof a railroad. The vehicle hazard warning lamps
or operating, or having physical control of, a school bus. g 51pe ysed when the bus is slowing for the stop and shall remain

(b) A driver may not consume an intoxicating beveraggn until the bus has resumed normal speed. While the bus is so
regardlessf its alcoholic content while on dytgr operating, or stoppedthe driver shall open the service door and listen and look
in physical control of, a school bus. in both directions along the track for any approaching train and for

(c) Adriver may not have in his or her possession any alcohdignalsindicating the approach of a train. Afstopping and upon
beveragaegardless of its alcoholic contewtiile on duty or oper proceedingvhen it is safe to do so, the driver of the bus shall cross
atinga school bus. only in thegear of the bus that will make it unnecessary to manu

(d) A driver may not operate a school bus while having a/gly Shift gears while traversing tieeossing, and the driver may
measuredilcohol concentration above 0.0. ot shift gears while traversing the crossing. The service door

.shallremainopen until the front wheels of the bus have cleared the

(7) Thedriver shall maintain order among passengers beifgs; set of tracks for each required stop, but shall be closed before
transportedand shall promptly report any misconduct to th%hiﬁing.

properauthority The driver may assign a seating order (16) In case of an accident or a breakdowhenpracticable,

(8) Loading stations or points shall be selected with duge griver shall remain with the bus and mesnd 2 responsible
regardfor trafiic and pedestrian safety and shall be approved Byipils or otherpassengers to the nearest place for help unless aid
SChOQ'%lE)thorgfg-‘leen flashhlng irwe(ljl \l/)varnlng l{gﬂis- are usled Adsbeen secured by means of 2-way communication.

;?:g; 18’051;%,[ .bgfor‘:aatsst.c;;p?nyg% 'Ia'lhe esﬁinﬁtusahall é'g%%:?gn a7) Th.e use of audio headséiy .drl\./ers §ha|| be prohibited.
conjunctionwith the flashing red warning lights and shall b? (18) Drivers shall check the entire interior of the school bus
extendecbnly after the bus comes to a stdxcept where there Tollowing each trip to assure all passengers dréhefbus.
arespecial loading zones where the bus is entirdltheftraveled ~ (19) Drivers, school boards, transportation supervisarsj
portion of the highwaythe bus shall be stopped the traveled busowners shall cooperate alt times with authorized division
portion of the highway in the lane farthest to the right which igf state patrol personnel in carrying out thepection of school
improved, designed or ordinarily used for vehicular travelbusesand equipment.

excludingthe berm or shouldeiThe flashing red warning lights ~ (20) No persons except pupils, school employebsperones

may not be extinguished until loading or unloading is completeghdother persons approved by the school or department authori
andpersons whanust cross the highway are safely across. Tlies shall be permitted to ride in a school bus sultfettis chapter
stoparm shall be retracted before putting the bus in motion. providedthat school board members or an authorized department

(9) A school bus may not be stopped on any porfanhigh  Official conducting an inspection of the vehicle or examination of
way for theloading or dischae of pupils or other persons unlesdhe drivers ability shall be given such privilege rafsportation
thebus is painted the yellow and black schaas color combina Of Passengers in excess of the number pastéf bus is prohib
tion, is equipped with a stop signal arm and alternating flashi d_:q .t Redister Februarv1983. No. 326ef. 3-1-83 am(2). (3
redlights and is identified by a school bus sign. This subsectipgy, (cl’g'to e (‘éﬁ)}"foe(’lefaﬁf?{g) ey (7‘)3?0'(10)1 (12')?(?51))f0(c(&é§?(%3r;1,'
doesnot apply to a vehicle which is operating within a munieipal 17()1,) (:kgg,t(z(()]{,)R(elgsi‘iter ge(x?g;grylgt95br\|o. 47t§)ef§939—71—'\?5 %%‘46(? {o 1(4)93 Ege) (@)
ity and which is not readily identifiable as a school bus. Wh ;(9)10 (), (13) an Register Decemperlodys, No. sUdet. 1-1-98.am.
loadingor dischaging pupils in a rural area, a vehicle not identifi 35 s} (o) 7 ctate. Regiaer Ko th 2012 Mo era o " (2) made under s
able as a school bus shall do satleé highway and in such a man

nerthat the pupils do not have to cross the highway Trans 300.17 Passengers. Schoolbus passengers shall
(10) Thedriver shall make sure thtitere is no trdic danger complywith any lawful order given by the driver in carrying out

beforeallowing pupils to cross the highwayPupils obliged to thedrivers responsibility of transporting passengers safely

crossthe highway shall be required to cross from a point at leastistory: Cr. Registey February1983, No. 326eff. 3-1-83.

10 feet forward of thestanding bus only after receiving a signal

from the driver When discha@ing passengers the driver may not Trans 300.18 Out of service. (1) Any bus that is found

proceeduntil all persongre at a safe distance away from the bus be in such condition that it is unsafe for use as a school bus shall

or, if crossing the roadways, they are safely across the streehavean "out of service” sticker attached to the lower right corner

highway. This subsection applies only where flashing red signad$ the windshield, and the vehicle may not be used as a daimol

are required by 846.48 Stats., or authorized by349.21 Stats. while the sticker is displayed.

The Wisconsin Administrative Code on this web site is updated on the 1st day of each month, current as of that date. See also Are the Codes
on this Website Official? Registem/larch 2012 No. 675


https://docs.legis.wisconsin.gov/document/administrativecode/official
https://docs.legis.wisconsin.gov/document/administrativecode/official
https://docs.legis.wisconsin.gov/document/statutes/106.52(3)(am)
https://docs.legis.wisconsin.gov/document/statutes/346.63(5)
https://docs.legis.wisconsin.gov/document/statutes/346.63(7)(a)
https://docs.legis.wisconsin.gov/document/statutes/346.48
https://docs.legis.wisconsin.gov/document/statutes/346.48
https://docs.legis.wisconsin.gov/document/statutes/349.21
https://docs.legis.wisconsin.gov/document/administrativecode/Trans%20300.16(15)
https://docs.legis.wisconsin.gov/document/statutes/346.45
https://docs.legis.wisconsin.gov/document/administrativecodearchive/326/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/504/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/520/toc
https://docs.legis.wisconsin.gov/document/statutes/13.92(4)(b)7.
https://docs.legis.wisconsin.gov/document/register/675/b/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/326/toc

Trans 300.18 WISCONSINADMINISTRATIVE CODE 374

(2) A vehicle with an "out of service” sticker displayed shalsafety standards, adopted by the United States department of
be reinspectedby and shall have the sticker removed by amansportatiorand in efect on October 1, 1996 shall be enforced
employeeof the division of state patrol or authorized agent of tha relation to a school bus under this chapter as though the+regula
carrier at the direction of the division of state patrol employetonswere set out in full in this chapter

prior to reuse as a school bus. Note: Copies of the references are on file in thfice$ of the Division of State
. trol,the Secretary of State, and the Legislative Reference Bureau; or may be pur
(3) It shallbe illegal for any person other th“an an agent_ Ofnﬂgéasedrom the Society of Automotive Engineers (SAE), 400 Commonwealth Drive,
departmento remove, conceal aybstruct an “out of service” warrendalePs, 15096. The standards are noted in the SAE handbook, 1997 edition.

stickerunless the vehicle: ?ﬁélﬂgpggrgdcasrg?mmng?&id practice shall be treated as an approved standard and
(a) Has the base school bus registration removed. History: Cr. Register,February 1983, No. 326eff. 3-1-83; correction in (1)

_ i i ibit i (igkko.) made under s. 13.93 (2m) (b) 7., Staegistey December1987, No. 384
(b) Is re-registered in such a manner as to prohibit its useagn%_le) (21000 ). o) (). (k) Regiater February 1905 No. 4706, 3-1-08

aschool bus. am. (1) (k) and renum. ard am. (2) to be (1) (k) Netegiste December1997, No.
(C) |s converted to meet the requirements dfans 300.19 504 eff. 1-1-98;correction in (1) (intro.) made under s. 13.92 (4) (b) 6., Stats.,

History: Cr.Registey February1983, No. 326ef. 3-1-83; am. (1), (2Register, Register March 2012 No. 675.
February,1995, No. 470ef. 3-1-95 am. (1), (2) and (3) (a) and (IRegister, .
December1997, No. 504eff. 1-1-98. Trans 300.21 Rebody requirements. (1) A school bus

) may be upgraded by the installatiof a new body on an older
Trans 300.19 Requirements to convert a school chassis. This product will be known as a rebody school bus.
bus. The owner of every vehicle identifies a school bus by 2y A chassis provided for a rebody shall be currently titled
color, signs, and lights which is converted from a school bus @ djicensed as a school bus irisgbnsin.
rseo n&ﬁgmgrﬁtgpe of vehicle shall comply with the following (3) Proofshall be presented to the school bus body distributor
q o . . that all chassis defects from the previous inspection have been
(1) Repainttheentire vehicle to a color other than glossy yel grrected.
low or any c_olor commonly refer_red to as yellow , (4) Thefollowing items shall have been replaced with new or
(2) Physicallyremovethe flashing red lights from the vehicle; o it parts within 12 months prior to the time of rebody:

the mere disconnection, covering or repainting of the flashing red ) || prake lines replaced with steel or stainless steel lines
lights does not comply with this requirement. andall brake hoses replaced.

(3) Remove the stop signal arm. (b) Hydrovac and related lines.
(4) Remove any sign identifying the vehicle as a school bus. (c) Vacuum tanks.

(5) Remove the crossing gate.
History: Cr. RegisterFebruary 1983, No. 326efl. 3-1-83 am. (2),Register, (d) ShQCk apsorbers' . .
December1997, No. 504eff. 11-98;CR 03-1.6: cr. (5) Register April 2004 No. (e) If air equipped, all tanks, lines, diaphragms, and valves.
580, eff. 5-1-04.

(5) Any chassis 5 years old or less that thasitems in suk{4)
Trans 300.20 Adoption of standards. (1) Pursuant to may be waived from replacement provided the school bus body

§.227.2] Stats., the attorney general and the legislative referergéﬁmbum”s satisfied it is in like-new condition. .
bureauhave consented to the incorporation by reference of the fol (6) Thereplacement body shall meet all FMVSS requirements
lowing standards. applicableat the time the body was manufactured.

(8) SAE J579c—sealed beam headlamp units rotor (7) All rebody school buses shall be inspected by the division
vehicles. SAE standard approved January 1940 andéassed ©f State patrol before operation as a school bus. This inspection
by the lighting committee December 1984. shall be the same inspection as a presale inspection.

(b) SAE J585e—tail lampsear position lamps) SAE stan ~ H'SieTY: Gt RegisterFebruary1995, No. 47pefl. 3-1-95.
dardapproved March 1918 and last revised by the lighting-com Trans 300.22 Charter operations. A school bus may be
mittee March 1986. usedtemporarily as a motor bus for transportation purposes if the

(c) SAE J586 Feb 84—stop lampSAE standard approved following requirements are met:

February 1927, completely revised bie lighting committee (1) Theregistration requirements as provided i841.26 (7)
December1989. Stats.

(d) SAE J587 Oct 81—license plate lam@SAE standard  (2) Theletteringas prescribed by 847.44 (1) (c) Stats., is
approvedMarch 1918nd last revised by the lighting committeesoveredor removed. This may be accomplishedshipstituting
August1985. _ the word"charter” for "school.” This subsection does not apply

(e) SAEJ588f—turn signal lampsSAE standard approved whentransporting children for any purpose unde846.48 (2)
February1927 and last revised by the lighting committee Jur(e), Stats.

1991. History: Cr. Registey February 1995, No. 470ef. 3-1-95 am (2),Register,

(f) SAE J592 Jan 84—clearance, side maried identifica  DeCemPerto97. No. S0def. 1-1-08.
tion lamps. SAE standard approved January 1937 and last revised _ ;
by the lighting committee March 1990. Subchapter 11—Equipment Standards

(9) SAE J593e—backup lampsSAE standard approved  Trans 300.25 Aisle. (1) Every type A-l, B, C or Bschool
August1947 and last revised June 1989. busor type A-Il school bus manufactured in 2 stages, shall have

(h) SAE J887 May 82—school bwarning lamps.SAE stan  acenter aisle with a minimum clearance 12 inches wide. The cen
dardapproved July 1964 and completely revised August 1987er aisle shall be the open area which pupils entering the service

(i) SAE J914b—side tursignal lamps. SAE recommended door utilize to gai_n access to their seats. The center aisle shall
practice approved February 1965 and last revised Novembextendfromthe drivets compartment to the engency exit at the
1989. rearof the bus. The school bus that has a side ggney door

() SAE J133 April 84—school bus stop arnReport of the shall,in addition, have 42-inch wide aisle from the center aisle

lighting committee, approved April 1976, completely revised Julp the side emeency doar The intent of this requirement is to
1989. rovidea 12-inch wide, unrestricted aisle to any egaacydoor

(k) Federal egulations adoptedThe federal regulations in (ii)orénc?%igis?;e;ggjgyyrgesilcNhoaigﬁLsﬁ g?tlig.aai;le('lmegister
title 49, Code of Federal Regulations, part 393, parts and aecei?gruaryiggs', No. 470ef. 3-1-95 am. (1) and (2Registey December1997,No.

ries necessary for safe operation, and part 571, motor vehigtg, eff. 1-1-98.
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375 DEPARTMENT OF TRANSPORTATION Trans 300.33

Trans 300.26 Alternator, generator. (1) The alternator effectat the time of manufacture. Each brake system including the
or generator shall have a capacity that meets or exceeds the ngiarking brake shall be maintained in good working ord&he
mum requirement for the reserve capacity rating of the batterybrakesystem shall be free of any leaks. The lines and hoses may
(2) A school bus of more than 15,000 pounds GVWR shall @t be chafed, flattened or restricted in any way
equippedwith analternator or generator of at least 100 ampere rat (2) A type A-I, B, C or D school bus that uses air assisted
ing. brakesshall be equipped with a low pressure warning system
(3) A school bus of 15,000 pounds GVWR or less but mokghich functions at 60 psi and loweiThe governor cut out pres
than10,000 pounds GVWR shall be equipped with an alternat@4re may not exceed 135 psi. The governor cut in pressure may
or generator of at least 80 ampere rating. not be lower than 80 psi.

(4) A type A-Il school bus shall be equipped with an alterna (3) A type A-l, B, C or D school bus that uses vacassisted
tor or generator ofit least 60 ampere rating. If a school bus Brakesshall be equipped with a low pressure warning system
equippedwith a powetlift, it shall be equipped with an 80 amperawhich functions when the vacuum is 8 inches of mercury and less.
or more rated alternator or generator (4) A type A, B, C or D school bus when equipped with air
History: Cr. Registey February1983, No. 326eff. 3-1-83; am. (4)Register, or vacuum assisted brakes shalldapiipped with a reserve tank
February995, No. 470efl. 3-1-95 am. (4) Register Decemberl997, No. 504 hayinga capacity of not less than 1,000 cuibiches to provide
additionalair or vacuum for the primary brake system. There shall

Trans 300.27 Barriers. (1) Every type A-l, B, C or D bea check valve or pressure protective valve to protect the system

schoolbus shall be equipped with a barrier forward of the-forérom loss of air or vacuum. There shall be no accessory except the

mostright and left front seats that complies with FMVSS 2240w pressure warning device operated from the air or vacuum

schoolbus seating and crash protection. reservetank or its connecting lines. The low pressure warning
(2) A type A-Il school bus manufactured irsiges shall be systemshall be installed to indicate the air pressure or vacuum in

equippedaith a barrier or a padded stanchion forward of the ford€ @nk. The gauge required to monitor this system shall be vis

mostright and left front seats. The barrier steadtend from the 'P€ 10 the driver at all times. Unless previously equippegipa

wall to the aisle. If a stanchias utilized, the area immediately A~! school t_)us(;mtt)h akGV_WR ofl1500 pé)undbs or less thg*esh

in front of the foremost seat shall be protected with a padded pa} dg_umalssste ra ES 'Sant require .tg de r?qUIppe with an
extending from no more than 4 inches above the floor to the croddditionalreserve tank and gauge, provided the vacuum assist
bar. The stanchion bars shall be padded. systemmeets FMVSS No. 105.

(3) If the bus meets any federal requirements relating to tﬁe@ Every school bus shall be equipped with a poassist
r

useof seat beltghe bus shall, in addition, be equipped with barrP 2Kesystem. o .

ersor stanchions as indicated in this section. (6) Theinterior of the brake drums, brakeings, brake discs,
History: Cr. Registey February1983, No. 326eff. 3-1-83; amRegisterFebry ~ and pads shall be free of cracks and contamination from oil or

ary,1995, No. 470efl. 3-1-95 am. (1) and (2Registey Decemberl997 No 504,  grease.

eff. 1-1-98. (7) The brake systems shall be properly adjusted to provide
Trans 300.28 Battery. The storage battershall have a Mmaximum braking efort in accordance wit9 CFR 396.17
cranking performance rating equal to or greater than the cut{@pg‘z[‘c_i'é?gé sterFebruary 1983, No. 326ef, 3183 am. (1), 6. (TRe
inch displacement of the engine powered by any means other thelpFo: v BedisierPEomaniges, No. ) to ()Register December1997.
with diesel fuel. No.504 eff. 1-1-98;CR 03-1.6: am. (4)Register April 2004 No&8Q eff. 5-1-04.
History: Cr. Register February1983, No. 326eff. 3-1-83.
) . Trans 300.32 Bumpers. (1) The front bumper of type
Trans 300.29 Battery carrier and connections. A B, C or D buses shall have not less than an 8-inch face and
(1) All batteries shall be securely attacived manner to prevent shallextend between the frame rails as a minimum. The bumper
dislocationin the event of an accident. The battery may hghajlbe of suficient strength and be positioned to permit pushing
mountedin the engine compartmeat when mounted outside of 5 yehicle of similar weight without distortion to the bumymras
theengine compartment, it shall be contained in a closed, draingd, or body

weather-tight and vented compartment which shall retain the bat (2) The rear bumper of type A-I, B, C Brbuses shall have

tery in the event of upset or roll-over of the bus. If the battery j\dqs than ag-inch face and shall wrap around the rear corners
mountedin the body skirt, the battery compartment door or Cove yhe hady to a point at least 12 inches forward. The bumper shall
shallbe secured by a latch. The battery may not be located in be of suficient strength and shall be positioned to permitthe
passengecompartment. _ to be pushed without distortion to either the bumper or the bus
(2) The cables to the battery may not be spliced. body There shall be no more than 1/2 inch space betteen
History: Cr. Registey February 1983, No. 32fef. 3-1-83; am. (L)Register,  y;mperand the body Protective material may be utilized to fill

February 1995, No. 470eff. 3-1-95 am.,Registey December1997, No. 504eff. . .
1108 e 9 9 all or part of the required 1/2 inch space.

(3) Type A-Ill buses shall be equipped with bumpers on the
Trans 300.30 Book racks. (1) Book racks, if installed, front and on the rear
shall be locatedabove the side windows. They may not extend History: Cr. Registey February1983, No. 32gef. 3-1-83; am. (1), (2Register,
forward of the foremost point of the front seat or across or abofebruary 1995, No. 470efl. 3-1-95 am. (1) to (3)Register December1997, No.
the emegency doar 004 eff. 1-1-98.

(2) Book racks made of expanded, punched, or woven metaltrgns 300.33 Capacity. (1) The passenger capacity of a
are not permitted. schoolbus shall be determined by the following standards:

(3) Book racks shall be free of projections or sharp edges. (a) pypils through the 12th grade stislallotted 13 inches of
(4) Bookracks are permitted only in buses with a minimum d&eatingspace.

/"
72 head room. _ (b) Each wheelchair locaticshallbe counted as one seating
History: Cr. RegisterFebruary 1983, No. 326eff. 3-1-83 am. (1),Register, osition
December1997, No. 504ef. 1-1-98. p .

(2) There shall be displayed dineinside of the bus directly
Trans 300.31 Brakes. (1) Every school bus shall meetover the windshield on the right side a sign indicating the maxi
federalbrake standards undé® CFR 393.400393.52 396.17 mum pupil passenger capacitfhe size of the letters and numer
and applicable standards und& CFR 571.10%&nd571.121in  als shall be laye enough to permit them to be read by passengers.
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Transportatiorof passengers in excess of the number designatedTrans 300.35 Construction. (1) The construction shall
onthe sign or of the actual seat measurement is prohibited. be of prime commercial quality steel or other metal, or material

(3) Thetotal available seating capacity per seat shall deté¥ith strength ateast equivalent to all-steel, as certified by the bus
minethe capacity of the bus. Fold down or fold up seatedin-  body manufacturerexcept for the grill, hood, or fenders and shall
ing seats are not permitted except that at side geney door complywith FMVSS 220, school bus rollover protectionyp&
locations,a "flip—up seat” may be used. The "flip-up seat” shalf\=I, B, C or D school buses shall comply with FMVSS 221,
conformto the following requirements: schoolbus body joint strength.

(@) The “flip—up seat” shall be designed and construted  (2) Theconstruction shalbrovide a reasonably dustproof and
inhibit passenger limbs from becoming lodged between the s&gathertight unit. Openings between the chassis and passenger

cushionand seat back. compartmenshall be sealed to preveinmes or exhaust gas from
(b) The working mechanism under the seat shall be covere®f§eringthe bus body _ _ _
eliminateany tripping hazard. (3) Thefloor or subfloor shall be of prime commercial quality

(c) The bottom of the “flip-up seat” shall be covered with She’\%{ﬁelof at least 14 gauge or material with strength at least equiva

metalor other material of equal strength and durability and angnt 10 all-steel, as certified by the bus body manufactupéy-
sharpedges padded to prevent injury or snagging of clothing. oodmay be used in addition to other flooring material. The floor

. . allbe level from front to back arftbm side to side except in the
(d) The seat shall be designed and constructed to rise to-a va/r eelhousing, toeboard, and driverseat platform area?s. The

cal position automatically when not occupied. body cross members below the floor may have no more 2han

(4) All passengers aboard a school bus shall be seated in a @secutiveand no more than 3 total membat are completely
manentlymountedseat. This subsection does not apply to persopgstedthrough.

transportedn wheelchairs or imther devices where special care (4) Fortype A-l, B, C or D buses, all jointsithin bus bodies

is required. : A i O
History: Cr. Registey February1983, No. 326eff. 3-1-83; am. (2), renum. (3) which employ discrete fasteners, specifically those which join

to (3) (inro.) and am., £(3) (a) to (d)Register February1995, No. 470ef. 3-1-95  panelsto panels, shall achieve a significant portion of the strength
am. (3) (intro.),Registey December1997, No. 504eff. 1-1-98. of the parent metal, so that all available panel materials are capa

ble of serving as part of the structure.

(5) All metal used in construction dfe bus body shall be

c- or aluminum-coated or treated by an equivalent process
Eforethe bus is constructed. Included are such iterasastural
embersjnside and outside panels, floor panels and f&ilbr

Excludedare the door handles, grab handles, stanchions, interior

Trans 300.34 Color. (1) All school buses shall be painted
nationalschool bus glossy yellow with the exception of the trimy;,
grill, wheels and the bumpers. Grills and wheels may be chro
black, yellow, silver, or gray Engine hood tops may be painte
matteblack or lusterless yellow for glare reduction.

(2) When painted, the bumper shall be painted black.  decorativeparts, and other interior plated parts.

(3) Thefollowing are designated as trim and shall be painted (6) Annually between December 1 amkcember 15, each
black: schoolbus manufactureshall certify to the department that all
(a) Rub rails. schoolbuses manufactured for sale ins@énsin in the following

(b) Stop arm mounting brackets. calendaryear will comply with this section. The certification shall

Jefiled in the division of state patrol. The certification may be
addressedo the administratodivision of state patrol,.©. Box
7912,Madison, WI 53707-7912.

(4) Thefollowing may be designated as trim or body comp
nentsand if painted shall be either black or yellow:

Door handles.
(&) Door handles (7) Eachschool bus bodynanufacturer shall stamp the letters

(b) Grab handles. ) “WI” either preceding or following the body identification rum
(c) Window sash, seals, gaskets, pillars, and bands on expoggflio indicate that the bus body was budtmeet Visconsin

edges. schoolbus construction standards. The school bus body manufac
(d) Door seals and gaskets. turershall furnish to the department a bluepiiticating the size
(e) Mirror frame and mounting brackets. andplacement of the “WI” requirement on its buses to be sold in

(f) Lamp flanges, housings, and an area around thargis Wisconsin. A sample plate shall be furnished by the manufacturer
or combination stop and turn lamps not to exceed 3 inohe=as 10 the division of state patrol showing the placement of tE.
adjacento rub rails may exceedifiches to the extent of the width This subsection does not apply to vehicles in use as school buses
of the rub rail. in Wisconsin prior to March 1, 1979.

(g9) Reflector frames and flanges. (_8) T_he owner Qfa_ny_vehicle previously marked,_ registe(ed,

(h) Windshield wiper arms or titled in another jurisdiction asschool bus shall, prior to using

. . ’ the vehicle for any pupil transportation ini§gonsin, submithe
(i) Snow rails. vehiclefor department inspection and approval as providesl by

() License frame and mounting brackets. Trans300.13 (3) In addition, the owner shall provide proof satis
(k) Service door factoryto the division of state patrol that the vehicle is constructed
(5) The body manufacturés name including a logo may in compliance with this section.

appearon the exterior of the vehicle in any color History: Cr. RegisterfFebruary1983, No. 326eff. 3-1-83; am. (1), (2), (6), r

X A o A andrecr (8), Register February1995, No. 470eff. 3-1-95 emeg. am. (1) and (3),
(6) Noncontrastingeflective material is permitted toclude, eff. 7-1-97; am. (1), (3) and (4Register December1997, No. 504eff. 1-1-98.

but not limited to, rub rails, snow rails, as “school bus” lettering

andthe ownefs identificationas required in sfrans 300.61 (6)  Trans 300.355 Crossing gate. (1) All school buses

or permitted in sTrans 300.61 (7) Front or rear bumpeor both, shallhave a crossing gate installed by May 1, 2004.

may be marked diagonally 45down to centerline of pavement (2) Thecrossing gate shall be mounted on the right side of the
with 2-inch wide strips of noncontrasting reflective material. front bumper and shall open to 90 degrees.

(7) Yellow reflective tape may be located on the rub rail in (3) Thecrossing gate shall meet or exceed SAE331 The
areasof emegency exit windows in order to mequirements crossinggate shall be constructed of noncorrosivaeanferrous
of FMVSS 217. materialor treated in accordance with body sheet nsgtatifica

Rel‘éii:ttgrr);e g&;sglisé%r Egb%&g)é#ggfil\lg% iﬁf‘?&i}%‘?&a&‘e’ g(ils)t,e (I‘g é?ér(?' tionsand shalhave no sharp edges or projections that could cause
ber 1997, No. 504ef. 11-98CR 03-16: am. (1), (4) (c) and (7, of4) (K)Register hazardor injury tostudents. The color may be yellddack, sit

April 2004 No. 580eff. 5-1-04. ver or gray
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377 DEPARTMENT OF TRANSPORTATION Trans 300.39

(4) The crossing control arm shall extend a minimum of 78usesare exempt fronthe requirement to have glazing in the
inches,measured from the bumper at the arm assemideh lower part of the door The left side emgency door shall be
mentpoint, whenin the extended position. The arm shall extenequippedwith safety glass in the upper portion and the lqueer
simultaneouslywith the stop arm by means of the stop arm-corion shall be of at least the same gauge metal as the biduy
trols. emergencydoor shall be hinged on the right side if it is in the rear

(5) An automatic recycling interrupt switch may be installe@f the bus and on the front side if ifiisthe left side and shall open
for temporary disabling of the crossing control arAn electre  only outward. Controbf the emegency door from the drivésr
magneticdevice may be installed to stabilize the arm when in ti$€atshall not be permitted.
storedposition. (6) Theemegency doors shall be equipped with a slide bar

History: CR 03-1.6: cr. Register April 2004 No. 5§@f. 5-1-04. cam-operatedatch which shall have a minimum stroke of one
. inch. The latch shall be equipped with an electric plunger-type

Trans 300.36 Defroster. (1) The defrosting system shall o\yitch connected with a distinctive signal audibtethe drivey
havethe capacity to keep the windshield, the window to the ledhape automatically operateshall clearly indicate the unlatch
of the driver and the glass in thervice door clear of fog and frost.ing of the emegency door and may not have a chiwfitch

Thedefroster outlets may not be restricted in any.way installedin the circuit. The switch and igtivating plunger shall

(2) Fansmay be usedh addition to defrosters, but shall bebe enclosed in a case, which will preveampering, and wires
mountedso as not to obstruct the drit@wiew leadingfrom the switch shall be concealed in the boiize switch

(3) Any exposed fan blade shall have a shroud. shallbe so installed that the plunger contacts the farthest edge of

(4) The defrosting system shall conforto SAE standards theslide bar in such a manner that any movemetiteslide bar
J391and J382. will immediately close the circuit and activate the signal. The

History: Cr. Registey February1983, No. 326ef. 3-1-83; ar(4),RegisterFeb  door latch shall beequipped with an interior handle which shall
ruary, 1995, No47Q efl. 3-1-95 am. (1) Registey Decemberl 97, No. S04efl.  be capable of quick release but shall be protected against acciden
‘ tal release. The handle shall lift up to release the latch. The out

Trans 300.37 Drive shaft. (1) Each segment of the drive side handle shall be such as to minimize hitching and di=ll
shaftmore than 18 inches long shall be equipped with a suitaSfcurelyattached.
guard to prevent an accident or injury in the event of its fracture (7) If locks are installed on the ergency door they shall
or disconnection. This section does not apply to type Busies includea device to prevent the activating of the startechanism
manufacturedn a single stage. of the bus engine while any door is locked. An audio alarm shall
(2) The universal joints and the center bearing of earg indicateto the driver when any door lock istime locked position

subjectto inspection may not be loose or worn. while the ignition switch ign the “on” position. Any locking
History: Cr. Registey February 1983, No. 326ef. 3-1-83; am. (1)Register, d€Viceon a school bus manufactured aftely 1, 1977 or installed

February1995, No. 47pef. 3-1-95 am. (1) and (2Register December1997,No.  on any school bus aftefuly 1, 1977 shall comply with these
504, efl. 1-1-98. requirements.

(8) A rear emagency window at least 16 inchiesheight and

(1) Eachschool bus shall be equipped witiidirectional emer aswide as practicable shall be provided in any bus where the

gencytriangles. Oil burning pot flares may not be carried on§nérgencydoor is not in the reart shall be hinged at the top and
schoolbus. esignedo prevent accidental closing in an egercy A post

tive latch on the inside of the window shall provide for quick

(2) All emegencyequipment shall be kept in suitable faste : : :
ersor containers in a readily accessible plavghe driveis nreleasebut ofer protection against accidental release. The out

compartment.The container or units shall be secured to the bLE%de handle shall be nondetachable and designed to minimize

tching.
(3) Emergencyequipment may be locked or kept in a locke g

; e - (9) Theinside of each emgency window shall have the des
gzwg;(;:ggrlprowded itis not locked when passengers are bem|8nation“Emergency Exit”. An emagency doosshall be identi

. . . ... _fied with either the words “Emgency Exit” or ‘Emergency

em(;rr)ggr?é;saeucig%neﬁ?es not preclude the carrying of addition oor” on the_insid?] altl tge ltop Of’dor "?‘?]QV%the gmnfiie Opler

= 9% : . i ) ating instructionsshall be located within 6 inches of the release
s o ) e e e e . mechanism.When a release mechanism is not located within
504, eff. 1-1-98. occupantpace of an adjacent sealalel that indicates the loca

tion of the nearest mechanism shall be placed within that occupant

Trans 300.39 Emergency exits. (1) Each school bus space.The outside of the engancy door shall be clearly marked
shallhave emegency exits that comply with9 CFR 571.21and  “EmergencyDoor” or “Emegency Exit” in letters 2 inches high
FMV_55217, bus Wil’]dQW retention and re!eas_e_, and the following the top of, or above the door or immediately below the upper
requirements.If a left side emeyency door is utilized, there shallglass. An arrow at least 6 inches long and 3/4 inch in width-indi
alsobe an emgency exit window in accordance with si8), catingthe direction the release mechanism should be turned to
locatedin the back of the bus. A window by itself does not megjpenthe door shall be painted in black on the yellow background.
this requirement for an emgency exit. The outside of the emgency window shalbe labeled “Emer

(2) Requiredemegency exits shall be designed to be openegencyExit” in letters at least 2 inches high, directly above the win
from both the inside and the outside of the bus. Sidegemey dow or on the window glazing. There may not be any labeling on
exit windows are exempt from this requirement. the glazing indicating emegencydoor Labeling or operating

(3) Theremay not be any obstructions in the aisles or insidastructionsmay be located on the glazing of egercywindow
of the door that would delay or hinder amlerly use of the emer €xits as long ashe labeling or instructions are clearly visible
gencyexit. Articles transported on non—occupied seats inside tiigideand outside the vehicle.
busshall be secured. (10) A distinctiveaudible signal automatically operated shall

(4) Steps leading to an engency door are prohibited. clearlyindicateto the driver the unlatching of any emency win

(5) The upper andower portion Of the Central rear ergency dOW and no CUtdeWitCh Sha“ be insta"ed in the CirCUit.
door shall be equipped with approved safety glass, the area of(11) Thearea on the inside above the egeacy door shall be
which shall be not less than 400 square inches in the upper portioreredwith padding at least 2 inches high the entire width of the
andnot less than 280 square inches in the lower portian. type door opening.

Trans 300.38 Emergency warning equipment.
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(12) If the bus has a side emgencydoor, there shall be a  Trans 300.42 First aid kit. (1) Each school bushall
clear,unrestrictechrea to permit an exit aisle of 12 inches from thearrya first aid kit. The container shall be moistureproof and dust
centeraisle of the bus without havirig go over any obstructing proof and of rigid construction. The kit shall be mounted in full
seat. The 12—inch measurement may be taken at any position freiew in the drivers compartment, or it may be placed in an
floor to roof. The intent of this subsection is to provide a 12-in@nclosedinlocked compartment in the dritearea providing the
unrestrictedhisle to and through the side egesrcy doar compartments labeled “FIRSTAID KIT” or marked with a red

(13) TypeA-Il buses manufactured inages shall provide crossemblem in plain view indicating the location of the Kihe
emergenciexits as required for Iger vehicles. kit shall be removable without the use of any tools or keys.

(14) In addition to side and rear ergency exits, doors, or (2) Schoolbuses shall carry a 16 unit kit ordar containing

windows,oneor more roof hatches may be installed provided th&} least the following items:
meetall requirements specified in FMVSS 217. In addition to tt
audiblewarning required on ermgency doors by FMVS217,

“Adhesive bandage, 1-inch . .............. 2 packetg

additionalemegency exits shall be likewise protected as-ind| Bandage compress, 2—inch............... 2 packetg
catedin s.Trans 300.39 (10) -
History: Cr. Registey February1983, No. 326ef. 3-1-83; am. (1), (2), (6), (9), | Bandage compress, 4-inch............... 4 packetd
r. andrecr (14),Register February1995, No. 470ef. 3-1-95 am. (2), (3), (9) and -
(13), Register December1997, No. 50deff. 1-1-98. Gauze bandage, 4-inch. ... .............. . 2 packetd
2 packetg

Trans 300.40 Exhaust system. (1) The exhaust system | Gauze compress, 3-inch 3-inch ...........
which includes the exhaust manifolds, joining gaskets, pipi
leadingfrom the exhaust manifold, milér and tail pipe may not

Bauze compress, 24-inch 24-inch minimum. | 1 packet

enterthe bus body at any location. The exhaust system pipes sh@flangular bandage, 40—inch. .. ........... 2 packets
be of nonflexible steel except that those buses whtiize a die - -

selenginemay be equipped with a flexible pipe of not more thanVire splint . ... e . .1 packet
18 inches long between the engiaad the first exhaust pipe (3) All units shall be in sanitized packages.

hanger. Stainless steel bellows assemblies are allowed. History: Cr. RegisterFebruary1983, No. 326ef. 3_1_83§am' (2),13), (4),

(2) An exhaust system that has its exit on the left side shiffum-(®) o (3).Register February1995, No. 47pef. 3-1-95.
havethe exit point located no further forward than behind the driv Trans 300.43 Fenders. Each school bus shatrovide

ers position. ) . . ) protectionfrom debris thrown by the tires by the use of fenders or
(3) An exhaust system that has its exit on the right side shglidy construction. The tire tread shall be within the fender or
have the exit point located behind the rear wheels. body construction.
(4) An exhaust system that exits at the rear shall extend to, butistory: Cr. Register February1983, No. 326efl. 3-1-83.
not beyond, the rear limit of the bumper

(5) Everyexhaust system exit shall extemogbut not over one
inch beyond the body limits of the bus. The exhaust shall
directedto prevent an accumulation of exhaust gases undernegr

the bus. (2) Type A-Il buses shall have tlilwor covering secured so

_(5m) Busesequipped with diesel engin@say be equipped i cannot shift. The edges and seams shall be secured. The cover
with a turn—down exhaust pipe. The turn—down exhaust pipe MY shall be of a slip resistant material.

not exceed 6 inches forward of the rearmost pa.rt of the bus. (3) TypeA-I, B, C or D schoobuses shall have floor covering

(6) The complete exhaust system shall be tightly connectegh the total floor areaThe aisle, step-well and entrance shall be
andfree from leaks. of slip resistant rubber type material or equivateaterial as cer

(7) All emission control systems, components and gheh tified by the manufacturewhen either wet or dryThe covering
be maintainedn accordance with manufactureispecifications. may not be cracked and shall be securely bonded or fastened to the

(8) Schoolbuses operated in interstate commerce shalt cofPor. All seams shall be sealed.

; ; History: Cr.Registey February1983, No. 326ef. 3-1-83; am. (1), (3Register,
ply with 49 CFR 393.83exhaust system location. February1995, No. 470ef. 3-1-95 am. (2) and (3)Register Decemberl997, No.

History: Cr.Registey February1983, No. 326eff. 3-1-83;am. (1), (5), cr(5m), 504, No. 1-1-98.
(7), (8), RegisterFebruary 1995, No. 470eff. 3-1-95 am. (1) and (Sm)RRegister,
December1997, No. 504eff. 1-1-98.

Trans 300.44 Floor covering. (1) The floor in the

derseatdrivers compartment, step—well and the toeboard

asjncluding the tops of the wheel housings, shall be covered
a fire—resistant material.

Trans 300.45 Frame. (1) Alterations to the frame side
membersnay only be made by the chassis or body manufacturer
(2) Holesare not permitted except where originally provided

equippedwith a fire extinguishemounted in full view in the driv . : .
, . : - in the chassis frame. There ni#g/no welding to the frame except
er's compartment omounted inside a compartment in the driver by the chassis or body manufacturer

a“?a‘f th,,e compartment IS_ |n_pla|n _VIEW an_d is labeled “Fire Extin History: Cr. RegisterFebruary1983, No. 326eff. 3-1-83 am. (2),Register,
guisher”in red letters to indicate its location. December1997, No. 504eff. 1-1-98.

(2) Thefire extinguisher may be locked or kept in a locked

compartmenprovided itis not locked when passengers are beina T;{Tlnfs 3|00-46 Fueloltankk and fubel system iglntfegrit):(_I ’
transported. ) uel systems and tanks must be maintained free of leaks.

3) Any fi tinauish hased after Julv 1. 1977 tThefueI tank shall be attachedttee bus in a manner that prevents
_(3) Any fire extinguisher purchased after July 1, » O Uy movement of the tank while the bus is in motion.
lized on a bus that was manufactured after January 1, 1978, sha . . )

2) All fuel lines shall be secured in a manner that will prevent

utilize dry powder or Halon 121 The fire extinguisher shall be
10 BC rating or a combination of 2 extinguishers with a total ¢¥¢a ) ) )
at least 10BC rating. Any bus manufactured after January _1f’ (3) Thefiller pipe or device shall be located so that the fuel,

Trans 300.41 Fire extinguisher. (1) Each bus shall be

1984, shall use only a single extinguisher if spilled or overfilled, will not dripor drain on any part of the
(4) Each extinguisher shall be kept fully chad and sealed. exhaustsystem.
History: Cr. RegisterFebruary1983, No. 326ef. 3-1-83; am. (1), (3), (5), 4) Eve_ryfuel system shall be properly vented to prevent any
RegisterFebruary1995, No. 470eff. 3-1-95. accumulatiorof fumes.
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379 DEPARTMENT OF TRANSPORTATION Trans 300.54

(5) Thefuel systems and tanks shall meet FMVSS 304, (3) A convex mirror may be mounted on the inside reginef
systemintegrity, and all other federal and state standardsegel schoolbus.
lationsapplicable for the type of fuel usatithe time of manufac ~ History: Cr.Register February1983, No. 32fef. 3-1-83; am. (2), c(3),Regis-
ture. ter, February 1995, No. 470eff. 3-1-95 am. (2),Register December1997, No.

504, eff. 1-1-98.
History: Cr. Registey February1983, No. 326eff. 3-1-83; am. (5)Register, ©
February, 1995, No. 470eff. 3-1-95.
Trans 300.53 Ladders. A school bus may not have adad
Trans 300.47 Heaters. (1) An inside temperature of not derattached to the interior or exterior while it is in motion.
lessthan 50 fahrenheit at average minimum January temperg History:  Cr Register February 1983, No.326 efl. 3-1-83 am. Register,

. ecember1997, No. 504eff. 1-1-98.
turesas established by the U.S. department of commerce, weather

bureau,for the area in which the bus is to bperated shall be Trans 300.54 Lights, lamps, and reflectors. (1) The

maintainedthroughout the bus. L .
following lights, lamps, and reflectors are required on a school bus
(2) The heater hose shall be adequately supportegligsd paintedin accordance with 847.44 (1) Stats. Each lamp shall

againstexcessive wear or abrasion and may not interfere with jo& operational and meet the applicable SAE specificatiopsoas
restrict the operation of any engine function. Heater lines '“S'G’l?iedin this section.

the passengecompartment shall be shielded to prevent accidental . . . .
contactby the driver or passengers. Ianga) The bus shall be equipped wilternating red flashing
History: Cr. Registey February 1983, No. 326eff. 3-1-83; am. (2)Reqgister, ps.
December1997, No. 50deff. 1-1-98. 1. The bus shall be equipped with 2 red warning lamps at the
rearof the bus and 2 red warning lamps at the fadrthe bus,
Trans 300.48 Horn. Every bus used to transport pupilsihich shall be controlled by a manually actuated switch and shall
shallbe equippedvith a horn in good working order and capabl@ash alternately at rate of 60 to 120 cycles per minute. A brake
of emitting a sound audible under normalficafrom a distance or door operated switch is not permitted. The “patiod shall be
of not less than 200 feet. long enough to permibulb filament to come to full brightness.
History: Cr. Registey February1983, No. 326eff. 3-1-83. Two additional red warning lamps to the front and 2 toréze
may be installed inboard and at the same level agdbaired
Trans 300.49 Inside height. (1) The inside height of the lamps. If so equipped, the system of red warning lamps shall be
schoolbus shall be 72 inches or more, measured metal to me@ilequal size and wired so that the inboard lamps argjieedr
atany point on longitudinal center line from front vertical bow tenanually. The outboard lamps shall be automatically gized

rearvertical bow andthe inboard lamps automatically de—ajizedwhen the stop
(2) TypeA-Il school buses need not comply with this sectiorpignalarm is gxtepded. ' N .
History: Cr. RegisterFebruary 1983, No. 326eff. 3-1-83 am. (2) Register, a. An option is permitted whereby 2 additional alternating

December1997, No. 504eff. 1-1-98. flashingred lights may be mounted on both the front and ear

_ 3 the bus. The additional front facing lighthall be located
Trans 300.50 Insulation. Theceilings and walls of buses betweenthe bottom of the windshield and the twithe highest
manufacturedn 2 stages and all type A-I, B, C and D buses shaleadlamp. They may be mounted on the fender or the cowl.

beinsulated to reduce heat and cold transfer , b. The additionarear facing lights may be separate lamps
De"c"esrﬁg’gg-rlg%g Registe February 1983, No.326 ef. 3-1-83 am. Register,  mountedwithin 12 inches above or below the directional turn sig
, No. 504ef. 1-1-98. ; . -
nalsor may be incorporated in an existing lamp. Amgorpora
tion with an existing unit may not interfere with or override the

Trans 300.51 Instruments, gauges. (1) Everyschool L o . : i o
- ; ovd ) . existingunit's function. If the optional lightingystem utilizes the
busshall be equippedith the following illuminated instruments ear directional signals, it shall be so designed that if both the

to indicate malfunctions agauges to indicate a measure or Capaéirectionalsignal lampand the flashing red lights are activated

fty: . ) duringthe same period of tim&ye flashing warning signals shall
(a) Air pressure or vacuum, where air or vacuum brakes &&/ertto only the 2 required warning signals until such time as the
usedwith low enegy supply warning systems. directionalsignal lamp is deactivated. The optional system may
(b) Ammeter or voltmeter not be incorporated with the stop signal lamp.
(c) Fuel gauge. c. The optional system shall hauaits with a red lens of at
(d) Odometer and speedometer leastthe same size as the required alternating lights. The alternat

(e) Oil pressure ing “on,” “off” positions shall be opposite from those of the
) requiredalternating lights.The efect will produce the required
® Coo.lant temperature. . . ~ top mounted flashing light and an optional mid—height mounted
(2) All instrumentsand gauges shall be in operating conditiofight to flashon opposite sides simultaneousifhe result can be
andshall be mounted so as to be clearly visible to the seated dridefscribedas a “wig—wag” or “cross—arm” fefct.

History: Cr. Register February1983, No. 32geff. 3-1-83; am. (1) (a), (c}d), ; .
(f), Registey February1995, No. 470eff. 3-1-95. 2. The red warning lamps shall be of seal beam construction

or other approved type such as strobe or light emitting diaate,
less than 5 inches in diameter or with a surface area of at least 19
fire resistant inner lining on the ceilingad walls. The interior squareinchesif not round and visible from a distance of at least

rearwardmetal panels shall be lapped over forward panels %)Ofeet along the axis gf.the vehlclg in bright .s.unllght.
reducethe likelihood of injury in the event of separation. The 3. There shall be a visible or audible meangigihg clear and
exposededges of all interior panels shall be beaded, hemmeduiimistakabléndication to the driver when the signaling system
flanged. is turned on.

(2) Projectionsfrom the ceiling may not be allowed in the 4. Each red warning signal lamp shall be mounted with its axis
entranceway or aisle. Excepbr the drivets compartment, all substantiallyparallel to the longitudinal axis of the bus.
speakersaind accessomjghting devices shall be flush mounted or 5. The front and rear red warning signal larapall be spaced
may extend up to one inch if edges are rounded or tapered. -Acasfar apart laterally as practicable, and in no case shafpdicing
sorylighting shall be maintained in proper working condition. betweenamp centers be less than 3 feet.

Trans 300.52 Interior. (1) Every school bus shall hage
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Trans 300.54 WISCONSINADMINISTRATIVE CODE 380

6. The front red warning signal lamps shall be located so timaay not be higher than the bottom of the windshield or lower than
they can be clearly distinguished when headlamps are lighted the headlamps.
lower beam. 2. There shall be on the reane red or amber signal each

7. The warning signal lamps shall be moungétdhe front sideof the vertical centerlinas wide as practicable mounted at the
abovethe windshielcand at the rear so that the lower edge of treameheight.
lensis not lower than the top line of the side window openings. 3. Rear turn signals shall be mounted no less than 15 inches

8. The front and the rear signal lamps shallinobstructed nor more than 83 inches above the roadway
by any part of théus from 5 above to 10 below horizontal and 4. Both thefront and the rear direction signals shall comply
from 30° to the right and 30to the left of the centerline of the buswith SAE J588f.

9. The area around the lens of each alternately flashing red 5. An auxiliary side mounted signal shall be installedtan
signallamp andextending outward approximately 3 inches to theidesof the body at approximately seat level, rub rail height, just
top and sides and a minimum of one inch to the bottom shall fgethe rear othe service door on the right side and approximately
paintedblack on all school buses. This subdivision does not ap@ppositethe drivets seat on the left side. These shall operate in
to vehicles not specifically manufactured as school buses armgjunctionwith the turn signals. This subdivision applies
which have red warning signal lamps mounted above the roof tgghoolbuses of 30 feet or more in length. These lamps shail com
Redwarning signal lampen such buses shall be equipped withly with SAE J914b.
black hoods at least 3 inches long. (e) Each bus shall be equipped with a 4-way hazard warning

10. Except as provided in sul@l, red warning signdamps  operatingunit which shall operate independently of the ignition
may be equippedwith hoods to shield from rays of sun foror equivalent switch and when activated shall cause the turn signal
improvedvisibility. lampsto flash simultaneously

11. Lamps shall meet the requirements of SAE J887. (f) The headlamps shall comply with SAE J579c.

12. Vehicles painted other than glossy yellow are prohibited (g) Each bus shall be equipped with a lidasigned to indicate
from having the alternating red flashing lights mounted on thvehenthe high beam headlamps are lit and located to be visible to

vehicleexcept as otherwise provided by statute. thedriver.

(am) Each bus first registered on or after October 1, 1€4| (h) Each bus80 or more inches wide, shall be equipped with
be equipped with a strobe light which shall conform withftle 3 amber identification lamps to the front and 3 red identification
lowing requirements: lampsto the rear with lamp centers no less than 6 inches nor more

1. The strobe light shall be of solid state construction. It shifan 12 inches apart. No part of frent lamp or mountings shall
emita white light byflashing, not rotating, 360around the verti b€ below the top of the bus windshield.
cal axis. (i) Each bus, 30 feet or more in length, shall be equipped with
2. The strobe light shall be capable of operating Cominuou%g}ermedlate_zsme marker lamps meeting SAE J592f mounted no
without any significant change in the flash rate undeopdrating 1€Ssthan 15 incheabove the road surface and at or near mid—point
conditionsor weather extremes experienced in this statee Detweerthe front and rear side marker lamps.

flashrate shall be no less than 60 nor more than 12énperte. ()) Each bus shall have a license plate lamp to illuminate the
The double flash &ct shall be counted as a single flash. rearlicense plate. The lamp shall meet the standards of SAE J587.
3. The electronic power supply circuit shall provideimi- (k) Each bus shall be equipped wsile marker lights. One

mumof 10 joules to the strobe tube. The flash shall be so desigaagberlamp shall be located on the side as far forwampbasible
thatthere is a single or double flash or pulsing of the flash tut@done red lamp shall be located asriarward as practicable.
A double flash unitmay have dfrent intensities with the first The lamps shall conform to SAE J592.
flash having the highest intensity (L) There shall be 2 red stop lamps meeting dogiirements

4. The strobe light shall be permanently mounted on the célf SAE J586 mounted on the reane on each side of the vertical
terline of the bus roof not less than 3 feet from the fnear of centerline at the same height and asifart as practicable.yfe
thebus. A strobe unit may not extend more than 8 inches abdVe, B, C or D buses shall be equipped with lamps at least 7 inches
the roof. in diameter or with at least 38 square inches of surface area if not

5. The unit may be wired with an independent switch with Jund. The stop lamps shall activate upon application of the ser
indicatorlight in the drivers compartment showing when the light/|C€ brakes. _ _ _
is in operation. (m) There shall be 2 red tail lamps meeting the requirements
6. The strobe light shall be actuated whenever the bus isOhSAE J585€ mounted on the rezme oreach side of the vertical

operationon a highway for purposes specified i840.01 (56(a) ccnterlineatthe same height and as far apart as practicable. The
and(am), Stats., and may be actuated when the bus is in oper?ﬁej‘\Iamps shall activatia conjunction with the headlampswa

ona highway and is transporting children for any other purpogiditional tail lamps may be utilized and incorporatethe stop
b) Two backup | hall be provided which shall conforny > described in paL).
. é A)E ‘3"50932(: Up famps shafl be provided which shall ConforM -y Thereshall be reflex reflectors mounted on the bus located

sfollows:

€. Onthe rear2 redreflectors equally spaced as far apart from
ecenter as practicable.

(c) There shall be 2 red clearance lamps on the rear and 2 am
clearancdamps on the front, mounted as high and wide as pracj
cableto indicate the vehiclg’'extreme width. Buses less than 8

incheswide are exempt from this paragraph. 2. On the side, 2 reflectors; one amber at or near the front and
(d) The bus shall be equippedth direction or turn signal onered at or ne_ar the rear .
lamps. 3. On the side of buses 30 feet or more in length, one amber

. reflectorlocated at or near the center

1. There shall be atr near the front, facing forward, one .
amberturn signal light on each side of the vertical centerline 4: Each reflector shall be mounted no less than 15 inches nor
mountedat the same height, as wide as practicable. The bus rigr€than 60 inches above the road surface.
be equipped with signals mounted in the badychassis. If not  (2) Noncontrastingeflectivetape or sheeting may be used on
equippedwith body or chassis mounted front turn signals, doubfeschool bus as an additional warning device.
facedsignals shall be installed either on the fender or hood and(3) Any lamp, light, or reflector shall be replaced only with a
shallbe as wide as practicable. Mounting of double faced signaisit meeting the standards of this section.
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381 DEPARTMENT OF TRANSPORTATION Trans 300.59

(4) Schoolbuses painted as provided irB47.44 Stats., and pletelyaround the bus bodto a point of curvature near the front
registeredprior to October 1, 1998, may be equippéth a strobe of the body on the left side. On a type A-Il bus, the seat cushion
light meeting the requirements of siib) (am) level rub rail is not required to extend around the rear corners of

History: Cr. Registey February1983, No. 326ef. 3-1-83; am(1) (intro.), (a) the bus and may terminate at the radii of the right and left rear cor
l.intro, b., 2, 1., 12, (c), (d) 1., 5., (e), (h) to (M), (2), (4) (c), RBgistey February ners
1995,No. 47Q eff. 3-1-95 am. (1) (a) 1. intro., b., 3. and 9., (d) 1., (L) and (4) (a), ' . . . .
Fetgisger,Decem(lﬁr(l&?)Qt?,(lg)o.tS%Aei(f.l)lElr;S)J?; 3{(1) (am) (ingo.), 6.( f)nfj ﬁ), (@) W (2) Thereshall be one floor line rub rail. This rub rail shall be
intro.), renum. a) to 0 be am,)to 4, renum. and am. e) to be H il
(am) &' Register Apiil, 1999, No. 520ef. 5-1-99:CR 03-16: am. (1) (a) 1. ¢.. 2. locatedin an area SO that thg center of the rub rail is located at or
9., (d) 1. and (LRegister April 2004 No. 58@f. 5-1-04. betweenthe following points:

(@) No more than 7 inches above the top of the stee| fioor

(b) No more than 5 inches below the top of the steel.fldbe
- - floor line rub rail shall extend over the same longitudinal distance
In addition, type A-1, B, C or D buses shall comply with the fol,q e seat level rub rail, except where it meets the wheel housing,

lowing: o , , fuel filler caps, fuel fill doors, side marker lights and may termi
(a) There shall be one interior rearview mirror of at least 6 yate at the radii of the right and left rear corners.

30inches. The mirror shall be sonstructed that the corners are (3) Rubrails shall be constructed &6 gauge Iongitudinally

roundedand the edges are smooth or protected. _ . corrugatecbr ribbed steel, or material with strength at least equiv
(b) An optional convex mirror may be mounted on the insidgentto all-steel, as certified by the bus body manufactafer

rearof the school bus. 4-inch minimum width, flange to flange. Each rub rail flange
(c) There shall be 2 outside rearview mirrors, one to the rigéiall be attached at each body past! all other upright structural

andone to the left of the driverEach mirror shall have not lessmembers.

than50 squarénches of unobstructed reflective surface and shall (4) Rub rails that are pressed in or snapped on do not meet the

be firmly supported and adjustable to give the driver a clear vie(\élquirememg)f this section and are not permitted.

pastboth the right and left rear of the bus. (5) Rubrails applied to transit type buses with the engine in

(d) There shall be an adjustable convex mirror or equivaleife rear may terminate at the forward edge of the engine compart
“bananatype mirror” mounted on the right side to provide an-addient.

tional close~in field of vision from th&ront of the bus rearward. History: cr. RegisterFebruary 1983, No. 326efi. 3-1-83; am. (1), (2), (6),
This mirror may be mounted on the bracket required for the crdsyisterFebruary1995, No470 ef. 3-1-95 am. (1) and (3)Registey December
view mirror. The mirror required in this paragraph shall be indé®97.No- 504 ef. 1-1-98.

pendentlyadjustable. It shall have at least a 7 inch dianfater. Trans 300.59 Seating. (1) All seats shall be forward fac

_(2) TypeA-ll buses shall have an interior aBexterior rear  ing and securely fastened to that part or parts of the body which
view mirrors, one on the rigfeind one on the left side of the busypportthem. Passenger seat cushions shall be fasteqee to
capableof reflecting a view past the rear of the bus. Mirrors mayantthe cushions from disengaging from the seat framesent
not have sharp corners or edges. _ _ of an accident. There shall be a minimum spafc@4 inches

(3) All buses shalbe equipped with 2, 7-inch diameter eonbetweerthe forward surface of a seat back andréae surface of
vex mirrors or an equivalent “banana type mirror” which shall the seator barrier ahead measured across the seat cushion without
mountedon the right and left sides in such a manner that the drivipressingany surface. The forward surfacesefat backs may
may observe a reflection of the road from beneath ftbat haveside bolsters that briefly reduce the width to less than 24
bumperforward to a point where direct observation is possibiiches provided the remainder of the seat measures at least 24

Trans 300.55 Mirrors. (1) School bus mirrors shatom
ply with the requirements %9 CFR 571.11 and FMVSS 11.

througheach mirror inches.
(4) Eachmirror required in this section may not be broken, (2) Theforwardmost seat on the right side of the bus sfell
crackedor discolored. locatedso as not to interfere with the drit@wision.

History: Cr. Register February1983, No. 326eff. 3—-1-83; am. (1) (intro.X3), . . e :
renum (1) (b) and (2) to be (13) and (d) and am. ) (b),RegisteIF(ek)Jr(uary %%, (3) A minimum of 36inches of headroom for the sitting posi

No. 47Q ef. 3-1-95 am. (1) (intro.), (2) an@4),Register December1997, No. 504  tion above the top of the undepressed cushion line of all Sealts
eff. 1-1-98. beprovided. The measurement stmlmade vertically not more
than11 inches from the side wall at cushion height and afiottee
fapd aft center of the cushion.

_h&) (a) The backs of seats of similar size shall be of the same
contactpoints shall be so attached that it will remain in positio gjrtl?a?ik:ges;(r)‘r?ea;nd Ic()efvtvri]t?] fﬁg]f?o?weﬁg%fr%?rrﬁgfsﬂgﬁé 3??622?”
underany anticipated maintenance or bus operating condltlon§0 inches of the topgof the baskirface of tﬁe seat b;iCkS shall be

(2) The body shall be securely fastened to the chassis framg e ficiently to reduce the likelihood of injury upon impact.
Every body attachment device shall be securely fastened a atcushions andeat backs may not have any torn or worn-

maintainedwith proper tension. throughcovering material.

History: Cr.Register February1983, No. 326ef. 371783 (b) The seat back of the rearmost seat shall be of the same
Trans 300.57 Openings. (1) All openings in the floor dimensionas the seat immediately forward. Failure to comply
boardor firewall, between chassis and passenger compartmemth this standard will result in the loss of one seating position, or
suchas for the gear shift lever and auxiliary brake leskallbe 2 seating positions if this situation occurs in both rows, when
sealedo prevent fumes or foreign material from entering the pageterminingthe capacity of the bus. This requirement shyaglly
sengercompartment. only to type A-l, B, C or D school buses manufactured after-Janu
(2) Every school bus shall be free of rusteddmteriorated ary 1, 1984.
areaswhich could permit the entrance of foreign substance into (5) Fold down, fold up or reclining seats or seat backs is not
theinterior of the vehicle. permittedin a school bus except as allowed ifirans 300.33 (3)
History: Cr. Register February1983, No. 326eff. 3-1-83. (6) A child restraint seat may be installed in place of a standard
seat. The replacement seat shall meet all of the requirements in

_lTlran? %oot.ss tRUbI’:%!Illé\SI- I(l)E Ever¥ btutshshall contalr(; arub s section, excepthat the seat back may exceed the seat height
rail located at seat cusnitével. Except at the engeEncy doar  of the remaining bus seats by not more than 4 inches.
rearcompartment or special servideor, the seat cushion level ™ igo " o Register February1983, No. 326ef. 3-1-83; am. (4]b), (5), cr

rub rail shall extend from the rear side of the service door cogg),Register February1995, No. 470ef. 3-1-95 am. (4) and (Pjegister Decer

Trans 300.56 Mounting of body. (1) The chassis frame
for body—on-chassis type buses shall extend to the rear edge o
rear body cross membelnsulating material used at bodyftame
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Trans 300.59 WISCONSINADMINISTRATIVE CODE 382

ber, 1997, No504 eff. 1-1-98;CR 03-1.6: am. (1)Register April 2004 No. 580 (9) Eachschool bus wittan emegency exit shall have the exit
eff. 5-1-04. identified as required in sTrans 300.39

Trans 300.60 Service door. (1) The service door shall I (10) Thefollowing signs are the only other decals, stickers, or

be under control of the driver and so designed as to prevent ac }terlngthat miy appear on th; .blli.S: . inch hiah
dentalopening. When a hand lever is usedpads shall come (&) No smoking, eating or drinkingmaximum 2-inch hig
togetherso as to shear or crush any fingers. letters).

(2) The service door shall be located on the right side of the () Any signs required by the federal bureau of motor carrier
busand within the view of the driver safetyor national highway trét safety administration.

(3) Theservice door shall have a minimum horizoaiaéning () Identification as to .Ioca.tion ,Of engancy equipment.
of 24 inches and a minimum vertical opening of 68 inches. (d) Seat belt use required in this vehicle.

(4) Theupperand lower glass panels of the service door shall (e) Seating chart, (maximum siz&8x 11 inches).
be of safety glass. The bottom of the lower glass panel may not
be more than 35 inches from the ground wherbilieis unloaded.

. 11
The top of the uppeglass panel may not be more than 6 inches . L _ .
from the top of doar The upper glass panel shall bérsfulated (g) Any decal denoting membership in an association dealing

glassor of a thermo electric design that performs at least as wiijih school transportation.  The decal shall be placed within 12
as insulated glass. Inchesto the rear of service door and below window line. It may

. . . . . r%ot exceed 36 square inches.

(5) Any lock used in conjunction with the service door mus m) For vehicl red by liquefied petroleum iiver
be constructed to insure that the door is not in the locked position(9™M) For vehicles powered by liquefied petroleum gas, a silve
while transporting passengers or white diamond-shaped decal on a black backgrodsg,

) o . incheslong by 3, inches high and displaying the word “PRO

(6) The service door shattle equipped with a seal to prevenpaNE” in one-inch letters displayed on the right rear comer of the

() Rules pertaining to passenger conduct, (maximipx8
inches).

dust and cold air from entering the vehicle. bus.
(7) Type A-Il buses need not comply with su{.and(4). (h) A sign indicating type of fuel used.
History: Cr. RegisterFebruary 1983, No. 326ef. 3-1-83; am. (4), (5). (8), N Aol d d | ther devi tt d
RegisterFebruary1995, No47q ef.. 3-1-95 am. (4) and (7)Register December () A placard, decal or other device, not to exceeddifare

1997,No. 504 eff. 1-1-98;CR 03-1.6: am. (4) Register April 2004 No. 58@f.  inchesin size, to identify the bus to the children.

5-1-04. (j) Emegency telephone number may be plaicetthe drivels
compartmentn accordance with the following criteria:

Trans 300.61 ~Signs and lettering. (1) Only signs and 1. The device the numbers are displayed on may not exceed
letteringapproved by state laer rule shall appear on or in the bus_ .~ - . piay Y
5inches by 7 inches and may include a current calendar

(2) Thebody shall bear words “School Bus” in black letters at 2. Acceptable emgency telephone numbers: police, fire,

least8 inches high and one-inch stroke on both front and rear gr .
on yellow signs attached thereto. The lettering shall be placgglgseccligfgfgg;n?ﬁgﬂgt é)rus contragtand school transportation

abovethe rear window and the front windshiel@his lettering . ;
. History: Cr.RegisterfFebruary1983, No. 326eff. 3-1-83; am. (7), c(10) (gm),
shallonly appear on buses painted the yellow and black school By (11 Registe Februan/ 1055, No. 47061 3-1-05 am. (1) and (10) () 1560-
colorsand meeting all the requirements of €rans 300 ister, December1997, No. 504ef. 1-1-98.
(3) Each school bus painted the yelloand black color

schemeshall have a fleet number consisting of no more than-4 d’EJTrans 300.62 Steering. (1) Steering systems shall com

: ith 49 CFR 393.209No changes may be made in the steering
its. The fleet number shall appear on the front and the rear of Wi - ;
bus. Additional fleet number locations may be utilized at the-ow! aratusvithout the approval of the chassis manufacturer
er’s option. (2) Thereshall be a clearance of at least 2 inches between the

(4) Fleetnumbers shall be no less than 3 inches nor more t steeringwheel and the cowl, instrument panel, windshield, or any

. X X > rE}ﬂersurface.
6 inches high with &5 inch brush stroke. . .
(3) Thesteering components may not be loose, worn, or bind

(5) Fleetnumbers are prohibited in the black area around tj6,"»q steering stops shall be adjusted so the tire does not rub at

alternatelyflashing red lights. o any point. The steeringheellash may not exceed that found in
(6) Thename and address (and telephone nupifoggsired) 49 CFR 393.209b).

of the owneror operator shall be displayed below the window line 4) Thepowersteering system may not leak nor shall the drive
in the panel to the rear of, and as close as possible to, the seryigeyq cracked, frayed or worn.
door in letters not less than 2 inches high nor more than 3 inch@$gory: cr Register February1983, No. 326ef. 3-1-83; am. (1), (3Register,
high by ¥4 inch stroke. If desired, this marking may also b@&ebruary1995, No. 470ef. 3-1-95 am. (4) Register Decemberi997, No. 504
paintedon the left side of the bus below the drigewindow  eff. 1-1-98.
Owner’sdecals may be used to comply with this subsectitireif ) .
decalsdo not violat>e/ other provisiong gf this section. Trans 300.63  Steps. (1) The first step at the service door
) may not be more than 16 inches from the ground.

th (7')d Thepﬁ]m%()f tget\jl(:hm&ﬁ-hom bbus f_||rm 31?]/ alg)pt?ar on (2) The riser of any step may not be more than 15 inches. If

esides of the bus between ine rub rail and the bottom . : SN
window line in contrasting yellow or blad&ttersnot more than Lhe_ri?re 2 or more risers, they shall be approximately eiqual
10inches high. The ownername may also appear on thar eight. .
bumperin schoolbus yellow The lettering may not exceed 6 (3) Thestep may not protrude beyond the widest pathef
inchesin height with al/2 inch brush stroke. These options do n Y.
relievethe owner or operator from the requirements of &ib. (4) Eachstep shall be covered with or constructed of nonskid

(8) Thevehicles registration card or a photocopy of the cargaterial. .
shall be displayed in the driver compartment and shall be (5) All steps shall be enclosed to prevent the accumulation of
mountedin a holder so the card can be read without removal. Ti&€ or snow except the first step of a typell bus which may have
passengecapacity shall appear on the inside of the bus above gieexposed step with a slip resistant surface.
front windshield so it can be easily read. It siradicate the num (6) Eachbus shall be equipped with a stepwell light which
ber of seated passengers that may legally be transported. Eacfivatesautomatically upon opening of the service dodiumi-
wheelchairposition shall be counted as a seated passenger natethesteps. This light is not required to be operational during
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383 DEPARTMENT OF TRANSPORTATION Trans 300.69

daylighthours. Howeveit must be in a working condition all  atleast 2/32-inch around the entire periphery measured at 2 points
times. no less than 15 inches apart in any major tread groove.
(7) Eachschool bus shall be equippeith a grab handle at  (2) A school bus may not be operated wittgrooved,
least10 inches in length, located inside the service door entraneeappedor retreaded tires on the front wheels.
for providing aSSiStaane to enter or Iﬁave the bus. (3) A school bus may not be operated with cuts or chunks
History: Cr.Register February1983, No. 32pef. 3-1-83; am. (2), (6), (TReg- isSSsi i i
st Febha s RIS Sy SuNg,  Trssnoceesng e cord, recaps peeled ooseionoEowing
(4) Tiresof different size or ply rating may be used except that
Trans 300.64 Stop signal arm. (1) A stop signal arm all tires on an axle must be the same sizetypel Bias and radial
which meetsFMVSS 131 and SAE 183 is required on every tiresmay not be mixed.
schoolbus painted with the yellow atdack color scheme. The (5) All tires shall be maintained to meet the manufacturer
stopsignal arm may not be extended until tes is completely GAWR and GVWR.

stopped. History: Cr. Register February1983, No. 326ef. 3-1-83; am. (4)Register,

. . : No. 470ef. 3-1-95 am. (2 isterD 1997,No.
(2) Thestop signal arm shall be installed in such a manner gk va y=5 gg o +/Pef 31795 am. (2) and (3Register Decemberl997.No

it cannotbe activated unless the alternately flashing red lamps are

in operation. ~Trans 300.68 Wheels. (1) A bus may not be operated
(3) The following specifications shall govern installation ofwith any cracked rims, loose lug bolts or natselongated stud
the stop signal arm: holes.

(a) It shall be a metal, or material with strength at least equiva (2) Thewheel bearings may not have more than 1/4 inch free
lent to all-steel, as certified by the boedy manufacturepcta  Play when measured at the tire level. _
gon-shapedign at least 18 inches wide and 18 inches long-exclu (3) Thefollowing measurements are the maximum amafint
sive of the mountingoracket. All sheet metal parts shall be 1@lay permitted in the king pins or ball joints when measured at the
gaugeor heavier outsideof the tire:

(b) It shall have the word “SIP” on both sides in white letters () When the wheel diameter§ inches or less, not more than
at least 6 inches high and 7/8 inch wide on a brighttiack ~ 1/4inch play is permitted.
ground. The outer edge shalhve a white border at ledst inch (b) When thewvheel diameter is greater than 16 inches the play
wide. All other parts of the assembly shall be painted black. permittedis 3/8 inch.

(c) It shallbe equipped with 2, 4—inch or d¢gar, double faced History: Cr. Registey February1983, No._SEﬁeif. 3-1-83 am. (2),(3) (a) and
alternatingflashing redamps to be mounted near the perimetdf): RegiSter December1997, No. 50def. 1-1-98.
of the sign with a minimum of 12 inches spacing between lamp Trans 300.69 Windows. (1) In this section:
cegters.j’helse lamps shtag be \tﬁlrefd t(f[ th%cwcunfotLthg ﬂas_lr]kng 1%a) “ANS Z26.1" means the standards for glazing in land
redwarning lamps mounted on the front and rear ot thé bus. NGy iclesadopted by reference in&ans 300.20 (1) (Kunderd9

lampsmay be strobe lamps or light emitting diodes. In lieu of t : ; :
2 doublefaced alternating flashing red lamps, the stop signal arrBFR part 571motor vehicle safety standard 205, glazing materi

may be equipped with red flashing, high visibility light—emitting

diodesincorporated into the word “€IP” in accordance with the _, (P) “AS 1" to “AS 11" have the same meaning as in section 6

requirementf sub.(3) (b). of ANS 726.1. _ _ .
(4) Reflectorizing of the sign shall be optional (c) “AS 12" means a safety plastic material that includes all of
5) Thestop si g| hgf| b t 5) the left sidmist ¢ ONOWING:
aségse ot e e %{;‘Q’;‘Qaile"” eleftsidrisl ) * complies with tests 10, 13, 16, 17, 21, and 24 of ANS
) Z226.1

(6) Therequirements of this section for the operation of the

stopsignal arm does not apply to school buses which are oper . : ;
only in areas where use of the flashiregl warning lights is not aéﬁgeptlonof the test for resistance to undiluted denatured alcohol.

permitted. 3. In new buses or in replacement glazing hdixeaf a
History: Cr. Registey February1983, No. 326ef. 3-1-83; am. (1), (3) (c), (6), Mmanufacturer’dabel specifyingnstructions and agents for clean

Register,FebEu)ar;(/ 1)9(9?,(1\1)0.(4)7oeg.(%—<1—95 emeg. am. (3) (a) and (c),';ef ing the glazing that will minimize the loss of transparency

7-1-97;am. (1), (2) (3) (a), (c) an egister December1997,No. 504 eff. « ” : . .

1-1-98CR 03-116: am. (2) and (3) (dRegister April 2004 No. 58@f. 5-1-04. the(go)lloevsing means a safety plastic material that includes all of

Trans 300.65 Sunshield. Each school bus shall have an 1. Complies with tests 16, 22 and either 23 or 2ANS
interior sunshield installed above the windshiefgach type A-l, Z26.1.
B, C or D bus shall have one of a siz# less than 6 by 16 inches. 2. Complies with tests 19 and 20 of ANS Z26.1 with the
History: Cr. Registey February 1983, No.326 ef.. 3-1-83 am. Register, ~exceptionof the test for resistance to undiluted denatured alcohol.
DecemberNo. 504 &f. 1-1-98. 3. In new buses or in replacement glazing hdixeaf a
Trans 300.66 Suspension system. (1) (a) Thesuspen manufacturer’dabel specifyingnstructions and agents for clean

sion system shall comply with the requirements4@ CFR ing the glazing that will minimize the loss of transparency

207 Th hall ; ith f h (2) The glazing in windows to the right and left of the driver
gggorgers. e bus shall be equipped with front and rear s O%'ﬁallbe identified by thelesignation AS 1 or AS 2. The rearmost

L windowsshall be designated ASAS 2, AS 4 or AS 5, except that
all (rg)olmii52%%gﬁbbseoirr?ergosélh\?vll)?lgnm%?égped free of leaks glower glazed portion of the engency door may be designated
9 g 9 ; . AS 8. Any other side push-out or kick—out windows may be-iden

(2) A school bus may not be operated veitty broken spring  tified with glazing designated as AS 1, AS 2, AS 3, AS 4, AS 5,

2. Complies with tests 19 and 20 of ANS Z26.1 with the

leaf or worn, loose, mislocated shackles or "U” bolts. AS 12, or AS 13.

History: Cr. Register February1983,No. 326 eff. 3—1-83; renum. (1) to (3) to .
be (1) (a)%,(b) and (92) and am. (1))/(RbgisterFebruary1995, No. 470eif(. 3)—1—(9% ~ (3) Ontype A-l, B, C or D buses, the window to the driser
am. (2), Register December1997, No. 504eff, 1-1-98. immediateleft and the window immediately to the rear of the ser

vice door shall be of insulated glass or of a thermo electric design
Trans 300.67 Tires. (1) The front tires shall have treadthat performs at least as well as insulated glass. Exceptions are
depthof at least 4/32-inch and rear tires shall have tread depticatawayvan based vehiclemanufactured in 2 stages equipped
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Trans 300.69 WISCONSINADMINISTRATIVE CODE 384

with a drivets door and a roll-up windowlf a lift and lift door (2) If a school bus uses a ramp it shall have a nonslip material
arelocated immediately to the reartbe service dopthe window onthe surface omay have a metal nonslip surface construction.
in the lift door is not required to meet this requirement. The witheramp shall be in a secured position while the bus is in motion.
dow to the rear of the lift door may be glazing applicable to oth&he ramp shall be at least 30 inches wide on the surface.

windows. (3) A power lift may beof varying design and operation. A
(4) Eachfull side window shall provide a vertical opening oflift may be designed toauseonly minor vehicle design change
atleast 9 inches, obtained by lowering thp portion of the win  otherthan for the special service opening, or ed#nt design lift
dow. The drivets window may be of a sliding forward and rearmay be built to raise or lowehrough the floor of the vehicle. Each
ward construction. A typé-—Il bus having windows which do not of these designs shall have a minimum lifting capacity G
openfrom the top shall have no more than a 5—inch wide openim@punds. A label stating that the lift meets this requirement shall
(5) All windows shall operate freelyrhe side window latches be either permanently fixed to the power lift in a visible location
shallbe capable of holding the window securely in place in &F the information may be permanently stamped in a visible loca

positions. tion.
(6) All exposed edges shall be banded or ground. (4) The power source and mechanigsoh the lift shall be
(7) A distinctive audible signal automatically operated sha@nclosed.
clearlyindicateto the driver the unlatching of an emency win (5) Theplatform of the power lift shall be covered witbrn
dow when the ignition is in the "on” positiom cut-of may not  slip material or it maybe of nonslip construction. The surface
beinstalled in the circuit. shallbe at least 30 inches wide.
History: Cr.Register February1983, No. 326efl. 3-1-83; am. (1) (a), (c) 3d) (6) Everyplatform of a power lift shall be designed asuh

3.,(2), (3),Registey February1995, No. 470ef. 3-1-95 am.(1) (c) (intro.), 1., 2., PN "
(d)((ir)nr(o.)), 1_'92” @), (4) aﬁ’d (TRegister December1997, ,5,0) %%éeﬁ_ l)_l_gs; structedto prevenany movement when it is in the stored position.

CR 03-1.6: am. (3)Register April 2004 No. 5§@f. 5-1-04. This requirement may be met by either a mechanical locking
deviceor by the internal design of the lift.
(7) The power lift shall be so designed that the operbts
Eositivecontrol to move, stop, or reverse the lift travel at will. In
Bdition, the lift shall be controlled by a liméiwitch or by—pass
Ive which will immediately stop the direction of travel upon

Trans 300.70 Windshield. (1) The glass in the wind
shieldshall be laminated safety glass identified bydbsignation
AS 1. This mark shall be visible and legible. The glass shall
of such quality as to prevent distortion of view in any direction, 5

(2) The windshield may not be obstructed. _ contactwith the ground or a foreign object.
De':‘;:gg;1357?‘,3%;??5{;#*1“?{!53?3’ No. 326efl. 3-1-83 am. (2),Register, (8) The power lift shall be so designed that the platform does

notfall in the event of a power failure.

Trans 300.71 Windshield washer. (1) Each schoolbus  (9) The platform shall have a device on the curb side te pre
shallbe equipped with an operational windshield washer systemntany wheelchair from rolling 6fvhen the lift is in any hori
that provides fluid for the windshield wipersédfiectively clean  zontal position other than at ground level.

the windshield. o _ (10) The power lift shall be designed prevent the operator
(2) The washer shall be maintained and operational. or the person being transported from becoming entangled or
History: Cr. Register February1983, No. 326eff. 3-1-83. crushedduring the lift operation.

Trans 300.72 Windshield wipers. Every school bus . (1) Whenin the stored position, every power itramp and

shall be equipped with 2 completnd operational windshield its associated super structure shall have all exposed sharp edges,

wipers. The system shall have at least 2 speeds. cornersand projecting parts padded to prevent injarne event
History: Cr. Register February1983, No. 326ef. 3-1-83. of contact in an accident. This requirement does not appheto

platform surface but shall apply to the sides of the platform if they
Trans 300.73 Wiring. All circuits of the bus shall bero-  areexposed and not concealed bpaded super structure or a
tectedby a circuit breakefield efect transistors, or fuse of $uf paddedoarrier
cientrating to handle the current load. (12) If the lift does not include a padded super structhee,
__History: CrRegister February1983, No. 32¢ef. 3-1-83CR 03-16:amReg-  top of the door opening shall be covered with paddintpast 2
isterApril 2004 No. 580ef. 5-1-04. incheshigh the entire width of the door opening.

brakes,transmission or dopor shall provide other appropriate

Trans 300.75 Special service opening. (1) Every Mechanismsor systemsto ensure that the vehicle cannot be
schoolbus used for transportingersons in wheelchairs shall havenoved when the lift is not stowed and so the lift cannot be

anenclosed door opening located on the right sfdtae vehicle deployedunless the interlocks or systems are engaged.

i i i H History: Cr. RegisterFebruary1983, No. 326eff. 3-1-83; am. (1), (3), @, ct
which will permit the use of a ramp or lift. . . (12), (13),Register February1995, No. 470ef. 3-1-95 am. (1), Register Decem
(2) The door of the speciapeningshall be equipped with a ber,1997, No. 504ef.. 1-1-98.

deviceto hold it open.
(3) Each door shall have a window Trans 300.77 Wheelchair fasteners. (1) Each wheel

(4) The opening shall be equipped with material which sedibairshall be secured to the bus with a fastening device wiih suf

out dirt, waterand fumes. clentstrength to: o

(5) There shall be fight which illuminates the platform and (&) Retain the chair in the event the bus overturns.
the area outside the opening. (b) Prevent the chair from moving.

(6) A drip molding shall be installed tofettively divert water (c) Prevent the chds wheels fromeaving the floor in the
from the opening. eventof a sudden stop or start.

History: Cr. Registey February 1983, No. 326ef. 3-1-83; am. (6)Register, (2) Thefastening device may be either a metal locking unit

February1995, No. 470eff. 3-1-95. thatsecures the wheelchair to tivall or floor or a webbing belt

Trans 300.76 Power lift or ramps. (1) Every school bus SyStemthat accomplishes the same purpose.
transportingpersonsn wheelchairs shall be equipped with either (3) No wheelchair may be attached to any door
a power lift orramp which utilizes the special service opening (4) A webbing belt system shall be secured to the bus at not
specifiedin s.Trans 300.75 lessthan 2 points. It shall be anchored in the bus frame, body posts
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385 DEPARTMENT OF TRANSPORTATION Trans 300.87

or other metal structure. Interior paneling is not considered an(b) All walls shall be constructed of rigid material.

adequateanchorage. (c) The restroom or restroom door may not interferth
(5) A webbing belt used to secure the wheelchair tbtitly accesdo emegency exits.

frame may not be used to also secure the passenger to the whegll) There may be no sharp edges or protrusions.

chair. (4) BAack-up ALARM. A school bus may be equipped with a

(6) Schoolbuses manufactured and placed in operation affgsck—upalarm system manufactured in accordance with any fed
Januaryl7, 1994, and transporting passengers in wheel chaigg] or state specifications.

shall comply with FMVSS 222, school bus seating amésh 5y Ajr conpimioning UNITS. A school bus may be equipped
protection. The wheel chairs shall be secured in the followingiip zir conditioning systemsThe system shall be approved by
manner: ) . the Wisconsin division of state patrol prior to installation.

(8) In a forward facing position. o (6) AIRFoIL. A school bus may be equipped with a yellow or
(b) By wheel chair securement devices at 2 locatiortBeén plack air foil system on the top reaAn air foil system shall be
front and 2 locations in the rear mountedso as not to interfere with the visibility of required lights

(c) If a 3-wheel chajreach wheel location shall be securedandlettering.
i 5% N TRt SR o i ok e ek oS R, (7) VioE cameras, A school bus may be equipped wih
504, ff. 1~1-98. video camera subject to the following conditions:

) (a) The video camera shall be mounted in the devesmpart

Trans 300.78 Seats and restraints. (1) Seat frames mentabove the top glass portiaf the windshield. Additional
may be equipped to accept seat belts or other types of restraigiguntinglocations may be used upon approval by the divisfon

(2) Everyoccupant shall be secured to the wheelchair whigatepatrol.
beingtransported. Thisecurement shall be separate and in-addi (b) The video camera may not interfere with driver visibility
tion to that requwed in grans 300.77 and passenger entrance and aisle.

(3) Aisle-facingseats in buses transporting wheelchairs are (8) BLoob-BORNE PATHOGEN KIT. A school bus may be
permittedonly overthe wheel housing provided they are equippesuippedwith a blood—borne pathogen kit subject to the follow
with a device to prevent a passenger from slidifigitfierend. ing conditions:

Theseseats shall be permanently mounted and may not have %a) The kit shall benounted or located in the drivercompart

retractableseating surface. ment
History: Cr. Registey February1983, No. 326eff. 3-1-83; am. (3)Register, ’ .
February, 1995, No. 470eff. 3-1-95 am. (3),Registey Decemberl997, No. 504 (b) The kit shall be labeled.
eff. 1-1-98. History: Cr. Register February1995, No. 470ef. 3-1-95 am. (1),(3) (c) and

(d),Registey Decemberl997, No. 504ef. 1-1-98,CR 03-16: . andrect (6) Reg-
Trans 300.79 Communications. Every school bus used isterApril 2004 No. 580ef. 5-1-04.
to transport special education or disab#ddents shall comply .
with the communication requirements found ifsns 301.14 Subchapter IV—General Requirements

History: Cr. Registey February1995, No. 470eff. 3-1-95. . .
y 9 y Trans 300.85 Replacement equipment. Any item of

Trans 300.80 Optional equipment. A school bus owner equipmentif covered by a standard in this chapter shall, upon
or operator shall use tiellowing procedure to obtain authoriza replacementbe replaced with an item meeting the original stan
tion for equipment thais not specifically authorized by this chap dard. Any modification of a school bus shall be in conformity
ter: with state rules in &ct at the time of the modification.

(1) Submitan authorization request for equipment installation HiStory: Cr Register February1983, No. 326ef. 3-1-83.
to th\(jvadm|nlfstregtg%vg%f;statepatrol, FO. Box 7912, Magli Trans 300.86 Enforcement policy. (1) The enforce
son, visconsin, : mentpolicy of the division of state patrol shall take into consider

(2) Equipment installation may only proceedollowing ationthe age, condition, and equipment of buses before granting
receiptof a letter of authorization from the administratordesig  approvalfor theircontinued use. The division may not permit the

nee,of the division of state patrol. useof any bus for school transportation purposbih is deemed
(3) Providefor inspection of the vehicle and equipment if-neco be unsafe or unfit for such service.

essary. i (2) In construing and enforcing the provisions of tthispter
History: Cr. Register February1995, No. 470ef. 3-1-95. theact, omission or failure of anyfifer, agent, servant or other

The personacting foror employed by the registered owner or the les
; ; ; . seeof the bus, whoever has control, done within the scope of
following equipment is approved: employmentis deemed to be the act, omissiorfasiure of such

(1) PusLic ADDRESSSYSTEM. A school bus may be equipped,q i : ;
. ; gisteredowner or lessee. This subsection does not apply to
with a permanently mounted public address system that m"’sviolationsof ch.346, Stats.. and rans 300.16

driver to communlcate directions Mlce to StUdents_ outside th? History: Cr. Register February1983, No. 326eff. 3-1-83; am. (2)Register,
bus. Mounting ofany external speakers may not interfere withebruary,1995, No. 470efl. 3-1-95;correction in (2) made under s. 13.93 (2m) (b)
driver visibility, mirrors or outside lights. Speakers may béf,r SltatlsbRseglsterAugust, 1996, No. 48@m.Registey Decemberl997, No. 504
mountedunder the hood. et :

(2) WIDE ANGLE REAR VIEW LENS. A school bus may be  Trans 300.87 Inspection procedures. (1) Upon noti
equippedwith a wide angle rear view lens mounted on the uppggation by the department of transportation, or the department of
window of the emegency doar The lens may not cover more tharpublic instruction,or any public school &i€ial, the owner or oper
220square inches. The lens shall be centergl@window and ator shall presenall school buses for inspection at the time and
shallbe permanently attached. placedesignated or théepartment mayat its option, inspect the

(3) ResTrooM. A restroom facility may be installed at theschoolbuses at the owniarplace of business. All school buses
rearmosfsection of a school bus. Installation shall meet aH stathall be inspected annually
utesand rules related to such installation. The following condi (2) A school bus inspection report shall be completed for each

Trans 300.81 Authorized optional equipment.

tionsshall also apply: schoolbus inspected. A copy of the report shall be provided to the
(a) The restroom door shdde locked during pupil transporta school bus owner and the respective school district. Upon
tion. completionof aninspection, a school bus shall be approved er dis

The Wisconsin Administrative Code on this web site is updated on the 1st day of each month, current as of that date. See also Are the Codes
on this Website Official? Registem/larch 2012 No. 675


https://docs.legis.wisconsin.gov/document/administrativecode/official
https://docs.legis.wisconsin.gov/document/administrativecode/official
https://docs.legis.wisconsin.gov/document/administrativecodearchive/326/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/504/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/504/toc
https://docs.legis.wisconsin.gov/document/administrativecode/Trans%20300.77
https://docs.legis.wisconsin.gov/document/administrativecodearchive/326/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/504/toc
https://docs.legis.wisconsin.gov/document/administrativecode/Trans%20301.14
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/504/toc
https://docs.legis.wisconsin.gov/document/cr/2003/116
https://docs.legis.wisconsin.gov/document/register/580/b/toc
https://docs.legis.wisconsin.gov/document/register/580/b/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/326/toc
https://docs.legis.wisconsin.gov/document/statutes/ch.%20346
https://docs.legis.wisconsin.gov/document/administrativecode/Trans%20300.16
https://docs.legis.wisconsin.gov/document/administrativecodearchive/326/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/470/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/488/toc
https://docs.legis.wisconsin.gov/document/administrativecodearchive/504/toc

Trans 300.87 WISCONSINADMINISTRATIVE CODE 386

approved. A school bus is approved when it is found that allehicle safety standards irfesft on the date of manufacture. The
requirement®f this chapter are mef school bus is disapproved departmenshall consider the date of manufacture as being the
if defects are noted and the school bus inspection riegarates dateon which thesecond stage manufacturer or the school bus

thatthe vehicle is “out-of-service.” body manufacturer completes the installation of the body on the
(3) It is unlawful for a person to operate or permit to be-opeghassisor the date a single manufacturer completes the unit. In the

atedany school bus that: caseof a rebodythe completed rebody school bus has been
(a) Is in violation of any requirement of this chapter remanufacturecbn March 1,1995 or later and shall meet the

b) Requires repairs prior to anv operation. requirements of thichapterand the referenced federal motor
H(ist)ory: Ccr1. RegisterF%bruar)E)lQBS,No. SzgeffPS—l—BE»; renum. to be (1) and Veh'desafety standards infett on the date of the rebody
am.,cr. (2), (3),Register February 1995, No. 470eff. 3-1-95. History: Cr. Registey February1983, No. 326eff. 3-1-83; renum. from grans
300.89and am.Register February1995, No. 470eff. 3-1-95.
Trans 300.88 Applicability. (1) School buses manufac
turedprior to March 1, 1995 shall be subject to the rules applicable Trans 300.89  Penalties. Violations of any provisions of
atthe time the vehicle was first registered as a school bussin Whs chapter shall be prosecuted undee governing statute.
consin. School buses subject to previous standards are ss S{fereno penalty is provided, the violation shall be prosecated
gent. setforth in .85.16 (2) Stats.
(2) All school busemanufactured on March 1, 1995 or later History: Cr. Register February1983, No. 326eff. 3-1-83; renum. from drans
shallbe subject to this chapter and to the referenced federal matmroiand am.Register February1995, No. 470eff. 3-1-95.
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